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STRIPE

EDGE OF HMA

SURFACE COURSE

VARIES

HMA SURFACE REMOVAL, 3/4"

LEVELING BINDER (MM), N50, 3/4"

HMA SURFACE COURSE, "C", N50, 1 1/2"

1 1/2"

SAWCUT

(HMA OR OIL & CHIP)

NOTES:

EXISTING GRADE

SURFACE REMOVAL - BUTT JOINT

(MILLING AREA)

INCIDENTAL HMA SURFACE

EXISTING MAT. TO

REMAIN IN PLACE

0" REMOVAL

EXISTING BITUMINOUS,

OIL & CHIP, OR PCC

SEE SCHEDULE FOR LOCATIONS

THE INCIDENTAL HMA SURFACING IS INTENDED

TO RESURFACE THE EXISTING ENTRANCES IN

THEIR ENTIRETY.

STRIPE

EDGE OF HMA

SURFACE COURSE

VARIES

HMA SURFACE REMOVAL, 3/4"

LEVELING BINDER (MM), N50, 3/4"

HMA SURFACE COURSE, "C", N50, 1 1/2"

1 1/2"

EXISTING BITUMINOUS

OR OIL & CHIP

SAWCUT

(HMA OR OIL & CHIP)

NOTES:

EXISTING GRADE

SURFACE REMOVAL - BUTT JOINT

(MILLING AREA)

INCIDENTAL HMA SURFACE

EXISTING MAT. TO

REMAIN IN PLACE

0" REMOVAL E
X
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T
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.

~

11’-0"

3’-0"

EXISTING 1 1/2" HMA OVERLAY

2 1/4"

HMA REMOVAL

3/4" TO 1"

EXISTING B-9.36 CC & G

NOTES:

DETAIL OF 2 1/4 " HMA SURFACE REMOVAL @ RAILROAD OVERHEAD

50’-0" 50’-0"LIMITS OF CC & G (APROX. 525’)

LIMITS OF HMA SURFACE REMOVAL 2 1/4"
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.)

RR. OH.
3/4" HMA

REMOVAL

3/4" HMA

REMOVAL

HMA REMOVAL

3/4" TO 2 1/4"

HMA REMOVAL

3/4" TO 2 1/4"

2 1/4" HMA

REMOVAL

NOTES:

DETAIL OF HMA SURFACE REMOVAL 2 1/4" &

(COLD MILL), SPECIAL @ RAILROAD OVERHEAD

LIMITS OF HMA SURFACE

REMOVAL (COLD MILL), SPECIAL

TYPICAL RURAL SIDEROAD HMA SURFACE REMOVAL-BUTT JOINT

DETAIL FOR USE ON ALL RURAL

SIDEROADS EXCEPT EAST LYNN.

1.  USE HMA SURFACE REMOVAL (COLD MILL), SPECIAL PAY ITEM TO REMOVE ALL HMA IN

GUTTER PANS.  SEE DETAIL FOR DESCRIPTION OF WORK.

2.  APPROXIMATELY 1 1/4" TO 1 1/2" OF HMA OVERLAY IN GUTTER PANS.  INTENT OF 2 1/4"

HMA REMOVAL IS TO MILL MAINLINE TO A DEPTH OF 3/4" TO 1" BELOW LIP OF GUTTER PAN.

TYPICAL RURAL PE / CE ENTRANCE

HMA SURFACE REMOVAL-BUTT JOINT

1.  INTENT OF HMA SURFACE REMOVAL (COLD MILL), SPECIAL IS TO REMOVE ALL

HMA IN GUTTER PANS INCLUDING AROUND ALL 4 INLET GRATES.

2.  INTENT OF HMA RE-SURFACING IS TO MATCH ELEVATIONS OF THE EXISTING

INLET GRATES AND HAVE CONTINUOUS WATER FLOW / DRAINAGE THROUGHOUT

GUTTER PANS & AROUND INLETS.
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