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ILLINOIS ROUTE 59

MAINTENANCE OF TRAFFIC - PRE-STAGE 1

4036+50 4045+00

EXISTING R.O.W.

TYP. 

EXISTING EDGE OF PAVEMENT

TYP.

EXISTING PAVEMENT MARKING

EXISTING R.O.W.

EXISTING R.O.W.

EXISTING R.O.W.

NOTES

   OF TRAFFIC DETAILS SHEET.

2.  SEE TEMPORARY PAVEMENT DETAIL ON MAINTENANCE

 

   OPERATION DURING THIS STAGE OF CONSTRUCTION.

1.  EXISTING LANE CONFIGURATIONS ARE TO REMAIN IN

PROPOSED R.O.W.

DIEHL ROAD

DIEHL ROAD

STA. 4045+00

WORK LIMIT

CONTRACT 60R31 SEE CONTRACT 60I31

25 117

USE HIGHWAY STANDARDS NO. 701601 & 701701

FOR TEMPORARY PAVEMENT CONSTRUCTION

USE HIGHWAY STANDARDS NO. 701101 & 701106

FOR STORM SEWER AND WATER MAIN CONSTRUCTION

BE IN ACCORDANCE WITH IDOT DISTRICT 1 DETAIL TC-10

ROAD CONSTRUCTION AHEAD SIGNAGE [W20-1(O)] SHALL

STA 596+00 TO STA 599+00

REMOVE EXISTING FLEXIBLE DELINEATORS

TEMPORARY PAVEMENT DIMENSIONS

SEE DIEHL ROAD SHEET FOR

PROPOSED R.O.W.

TYP. 

EXISTING EDGE OF PAVEMENT

PROPOSED R.O.W.

TYP.

REPLACE WITH TEMPORARY PAVEMENT

REMOVE EXISTING MEDIAN AND

TYP.

REPLACE WITH TEMPORARY PAVEMENT

REMOVE EXISTING MEDIAN AND

TEMPORARY PAVEMENT DIMENSIONS

SEE DIEHL ROAD SHEET FOR

PROPOSED R.O.W.
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                (112 & 113) WRS-6      DUPAGE  

CONTRACT NO. 60R31

SECTIONF.A.P. RTE.

SCALE IN FEET

200’150’100’50’0

SCALE: AS SHOWN

 

SHEET NO. OF SHEETS
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