605+00

MATCH LINE STA.

EXISTING EDGE OF PAVEMENT

TYP.

COMBINATION CONCRETE CURB & GUTTER,
TYPE B-6.12 (SPECIAL) (SEE NOTE 3)

COMBINATION CONCRETE CURB & GUTTER,
TYPE B-6.12 (SPECIAL) (SEE NOTE 3)

EXISTING EDGE OF PAVEMENT

BOND STREET

REMOVE EXISTING MEDIAN AND
REPLACE WITH TEMPORARY PAVEMENT |
TYP.

-1
WALL STREET

ROAD CONSTRUCTION AHEAD SIGNAGE [W20-1(0)] SHALL
BE IN ACCORDANCE WITH IDOT DISTRICT 1 DETAIL TC-10

FOR TEMPORARY PAVEMENT CONSTRUCTION L.
USE HIGHWAY STANDARDS NO. 701601 & 701701

FOR STORM SEWER AND WATER MAIN CONSTRUCTION 2.

USE HIGHWAY STANDARDS NO. 701101 & 701106

NOTES

EXISTING LANE CONFIGURATIONS ARE TO REMAIN IN
OPERATION DURING THIS STAGE OF CONSTRUCTION.

SEE TEMPORARY PAVEMENT DETAIL ON MAINTENANCE
OF TRAFFIC DETAILS SHEET.

AT THE LIMITS OF THE CURB AND GUTTER, TRANSITIONS
SHALL BE INSTALLED IN ACCORDANCE WITH THE MAINTENANCE
OF TRAFFIC DETAILS AND AS DIRECTED BY THE ENGINEER

Z
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