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3996+50 4010+00

PROPOSED R.O.W.

EXISTING R.O.W.

TYP. 

EXISTING EDGE OF PAVEMENT

TYP. 

EXISTING EDGE OF PAVEMENT

PROPOSED R.O.W.

PROPOSED R.O.W.

+84

48’ RT

+00

30’ RT

+00

48’ RT

EXISTING R.O.W.

TEMPORARY PAVEMENT

ISLAND AND REPLACE WITH

REMOVE EXISTING CHANNELIZATION

+25

39’ RT

+56

35’ RT

+00

30’ RT

+90

56’ RT

+90

48’ RT

+59

48’ RT

STA. 4002+43 TO STA. 4007+40

4" WHITE LINE

TEMPORARY PAVEMENT MARKING,

STA. 4002+25 TO STA. 4010+00

4" YELLOW LINE

TEMPORARY PAVEMENT MARKING,
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STA. 3996+50 TO STA. 4002+03
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23’ RT
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19.5’ RT

STA. 4002+18 TO STA. 4002+48

4" WHITE LINE

TEMPORARY PAVEMENT MARKING,
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ILLINOIS ROUTE 59

MAINTENANCE OF TRAFFIC - PRE-STAGE 1A
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EXISTING R.O.W.

(TYP.)

SPACED AT 25’ C-C

BURNING LIGHTS,

DRUMS WITH STEADY

EOP
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TEMPORARY PAVEMENT

WORK ZONE

PROPOSED STORM SEWER

30 117

45’R TYP.

STA. 3996+50 TO STA. 4002+03

4" YELLOW LINE

TEMPORARY PAVEMENT MARKING,

EXISTING R.O.W.

SPACED AT 25’ C-C (TYP.)

BURNING LIGHTS,

DRUMS WITH STEADY
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TYP.

EXISTING PAVEMENT MARKING
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’

4" WHITE LINE

TEMPORARY PAVEMENT MARKING,
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TEMPORARY CONCRETE BARRIER

STA. 4000+25 TO STA. 4001+78

6" WHITE LINE

TEMPORARY PAVEMENT MARKING,

FOR REQUIRED SIGNING

SEE STAGE 1

DEARBORN COURT;

PROPOSED R.O.W.

BARRIER

TEMPORARY CONCRETE

TEST LEVEL 2

(FULLY REDIRECTIVE, NARROW),

IMPACT ATTENUATOR, TEMPORARY

+
6
3

WATER MAIN WORK ZONE

TEMPORARY PAVEMENT

EDGE OF TEMPORARY PAVEMENT

NOTES

   OF TRAFFIC DETAILS SHEET.

2.  SEE TEMPORARY PAVEMENT DETAIL ON MAINTENANCE

 

   UNLESS OTHERWISE NOTED.

   OPERATION DURING THIS STAGE OF CONSTRUCTION,

1.  EXISTING LANE CONFIGURATIONS ARE TO REMAIN IN

TYPE B-6.12 (SPECIAL) (SEE NOTE 3)

COMBINATION CONCRETE CURB & GUTTER,

TYPE B-6.12 (SPECIAL) (SEE NOTE 3)

COMBINATION CONCRETE CURB & GUTTER,

WORK ZONE

WATER MAIN

   OF TRAFFIC DETAILS AND AS DIRECTED BY THE ENGINEER

   SHALL BE INSTALLED IN ACCORDANCE WITH THE MAINTENANCE

3.  AT THE LIMITS OF THE CURB AND GUTTER, TRANSITIONS

COUNTY
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CONTRACT NO. 60R31

SECTIONF.A.P. RTE.

SCALE IN FEET
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SCALE: AS SHOWN
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