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ILLINOIS ROUTE 59

MAINTENANCE OF TRAFFIC - STAGE 1
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DRUMS WITH STEADY BURNING LIGHTS

TYPE II BARRICADES OR CHANNELIZATION

   TYPE III BARRICADE WITH R11-4-6030 ("ROAD CLOSED TO THRU TRAFFIC") AT BOND STREET.

   SIGN ("ROAD CLOSED") SHALL BE PROVIDED ON ONE OF THE TYPE III BARRICADES. PROVIDE

2.  TYPE III BARRICADES ARE REQUIRED TO DELINEATE SIDE ROAD CLOSURE.  A R11-2-4830

   BE IN PLACE ONLY DURING SIDE ROAD CLOSURE.

   ENGINEER. TEMPORARY CONCRETE BARRIER BETWEEN STA. 4023+00 AND STA. 4026+00 SHALL

   CLOSURE SHALL BE LIMITED TO A 24 HOUR PERIOD OR AS OTHERWISE DETERMINED BY THE

   CLOSED AND TEMPORARY CONCRETE BARRIER IN PLACE AS SHOWN.  DURATION OF SIDE ROAD

   FOR WATER MAIN WORK BETWEEN STA 4023+00 AND 4026+00, SIDE ROAD ACCESS IS TO BE

1.  TEMPORARY CONCRETE BARRIER IS REQUIRED ONLY DURING WATER MAIN CONSTRUCTION.  
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