R10-6-2436

EXISTING R.O.W.
R10-11B-24

PROPOSED R.O.W.

STOP
HERE ON

RED

NO
TURN
ON RED

FOR CONTINUATION SEE DIEHL ROAD
MAINTENANCE OF TRAFFIC PLANS

DIEHL ROAD

TYPE II BARRICADES OR CHANNELIZATION DRUMS
WITH STEADY BURNING LIGHTS SPACED AT 50’ C-C

PROPOSED R.O.W.

EXISTING R.0.W.

STOP
HERE ON

R10-6-2436 | RED

NO
R10-11B-24 | TurRN
ON RED

CONTRACT 60R31 SEE CONTRACT 60I31
WORK LIMIT
STA. 4045+00

@ WITH @ DIAGONALS
SPACED AT

W/0 50’ C-C

@ MARKERS

EXISTING R.O.W.

DIEHL ROAD

W21-1115(0)-3618

R2-1-3648

R10-19aP-3618

R21-1106-3618

WORK

ZONE

SPEED
LIMIT

40

PHOTO
ENFORCED

$375 FINE
MINIMUM

EDGE OF PROPOSED
PAVEMENT

M2-1-2115

TOLL| M4-15-2412

/WiEwSTHE
|1ii”nmfy36
PROPOSED R.O.W.

W1-4blL-48 (CONTRACT 601I3D

EXISTING R.O.W.

NOTES

1. ADVANCE SIGN LOCATIONS SHALL BE COORDINATED ,_‘/:'%}
WITH ADJACENT CONTRACT. “ROAD CONSTRUCTION Z

AHEAD”” SIGN SHALL BE PLACED WHEN WARRANTED

BY WORK ZONE CONDITIONS OR AS DIRECTED BY 0 50’ 100’ 150’ 200
THE ENGINEER. P e e —
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