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325 SHELBY(11B-1)BR
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�" } Backer Rod

PARAPET JOINT DETAILS

(Optional)

Const. Jt.

Cost included with Concrete Superstructure.

according to Article 1051.07 of the Std. Spec.

�’’ Preformed Self-Expanding Cork Joint Filler
�
’’

1�
’’

1�’’

�’’

1�’’

�’’

with a �’’ backer rod.

of ASTM C-920, Type S, Grade NS, Class 25, use T

gun grade polyurethane sealant meeting the requirements

Non-staining gray one component non-sag elastomeric

Bar No. Size Length Shape

1

2

3

e(E)

e (E)

e (E)

e (E)

#5

#4

2’-11"

Pound

Cu. Yds.

BILL OF MATERIAL

SUPERSTRUCTURE

Epoxy Coated

Reinforcement Bars,

Superstructure

Concrete

14’-10"

2 spaces at 15’-3" = 30’-6" 18’-0"

18’-0" 5 spaces at |17’-5�" = 87’-4�" 2 spaces at 15’-1" = 30’-2"

5 spaces at |16’-7�" = 83’-1"

Bar d3(E)

6"

8"

1’
-
7
"

2
’-

5
"

3-#4 e(E) bars - Each Face 3-#4 e1(E) bars - Each Face 3-#4 e1(E) bars - Each Face 3-#4 e2(E) bars - Each Face 

3-#4 e4(E) bars - Each Face 3-#4 e3(E) bars - Each Face 3-#4 e3(E) bars - Each Face 3-#4 e2(E) bars - Each Face 

3d (E)

e (E)4 #4

#4

#4

#4

~ Pier

~ Pier

15’-0"

16’-4"

17’-9"

17’-2"

12

30

12

30

12

16-#5 d3(E) bars at 12" cts

16-#5 d4(E) bars at 12" cts 16-#5 d4(E) bars at 12" cts

16-#5 d3(E) bars at 12" cts 18-#5 d3(E) bars at |12" cts 18-#5 d3(E) bars at |12" cts 18-#5 d3(E) bars at |12" cts 18-#5 d3(E) bars at |12" cts 19-#5 d3(E) bars at |12" cts

19-#5 d4(E) bars at |12" cts18-#5 d4(E) bars at |12" cts18-#5 d4(E) bars at |12" cts18-#5 d4(E) bars at |12" cts18-#5 d4(E) bars at |12" cts18-#5 d4(E) bars at |12" cts

18-#5 d3(E) bars at |12" cts

19-#5 d4(E) bars at |12"

19-#5 d3(E) bars at |12" 18-#5 d3(E) bars at |12" 18-#5 d3(E) bars at |12" 18-#5 d3(E) bars at |12" 18-#5 d3(E) bars at |12" 18-#5 d3(E) bars at |12" 16-#5 d3(E) bars at |12" 16-#5 d3(E) bars at |12"

16-#5 d4(E) bars at |12"16-#5 d4(E) bars at |12"18-#5 d4(E) bars at |12"18-#5 d4(E) bars at |12"18-#5 d4(E) bars at |12"18-#5 d4(E) bars at |12"18-#5 d4(E) bars at |12"

3�"

3�"

282

SECTION THRU SOUTH PARAPET

SOUTH PARAPET ELEVATION
Showing Outside Face of Parapet

3510

18.5

Bar s(E)

5�"

P
a
r
a
p
e
t 

J
ts
.

1’
-
10
�
"
’ 

REINFORCEMENT BARS, EPOXY COATED.

of the Standard Specifications.  Cost included with

*Epoxy grouted bars in accordance with Article 584

#5 5’-5"282s(E)

1’
-
10
�
"

1’
-
7
�
"

1’-0"

3
’-

6
"

9
"

4"

d3(E)

d4(E)

e(E), e1(E), e2(E), e3(E) or e4(E) (Typ.)

Existing South Sidewalk

*Epoxy Grouted

in �" } Holes

SECTION COUNTY
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