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520-1-2HVB, 520-1-2HVB-1

SECTION COUNTY

ILLINOIS FED. AID PROJECT

 788  ST. CLAIR  237     
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RELOCATED IL 3 - TYPICAL SECTION

~ RELOCATED IL 3
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22’

(TYP)

1.5’

PIPE UNDERDRAINS 4" (TYP)

~ RELOCATED IL 3

RELOCATED IL 3 - TYPICAL SECTION

STA 1662+50 TO STA 1666+15.00

EDGE OF PAVEMENT IS 0.18’ BELOW PGL.

CROSS SLOPE IS 2% DOWN AT 1668+15.65 TO MATCH CONTRACT 76D06.

TO STA 1668+15.65 TO MATCH PAVEMENT ON CONTRACT 76D06.

TRANSITION CROSS SLOPE, CROWN AND PGL FROM STA 1666+15.65

W/ MEDIAN RAMP FROM STA 1662+50 TO STA 1662+60.

CONCRETE MEDIAN EXTENDS FROM STA 1662+60 TO STA 1668+15

NOTES:

4.

3.

2.

1.

-2.0%

& VARIES
& VARIES

-2.0%
& VARIES

& VARIES

CLEAR ZONE

10’ 12’ 12’ VARIES 35’ TO 10’

LEFT TURN LANE

VARIES 0’ TO 12’

12’ VARIES 7’

TO 0’

10’ 3.76’

STA 1666+15.00 TO STA 1668+15.00

BASIN FLOOR BASIN FLOOR

GRANULAR EMBANKMENT, SPECIAL 1’

HOT-MIX ASPHALT SHOULDER, TYPE B 6"

CONCRETE SHOULDER CURB

SUBBASE GRANULAR MATERIAL, TYPE C

PORTLAND CEMENT CONCRETE SHOULDERS 10 1/4" (TAPERS FROM 10 1/4" TO 6")

LIME MODIFIED SOIL SUBGRADE, 12"

STABILIZIED SUBBASE-CEMENT AGGREGATE MIXTURE II, 4"

PORTLAND CEMENT CONCRETE PAVEMENT 10 1/4" (JOINTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

AGGREGATE BASE COURSE, TYPE B 4"

CONCRETE MEDIAN SURFACE, 4 INCH

GRANULAR EMBANKMENT, SPECIAL 1’

HOT-MIX ASPHALT SHOULDER, TYPE B 6"

CONCRETE SHOULDER CURB

SUBBASE GRANULAR MATERIAL, TYPE C

PORTLAND CEMENT CONCRETE SHOULDERS 10 1/4" (TAPERS FROM 10 1/4" TO 6")

LIME MODIFIED SOIL SUBGRADE, 12"

STABILIZIED SUBBASE-CEMENT AGGREGATE MIXTURE II, 4"

PORTLAND CEMENT CONCRETE PAVEMENT 10 1/4" (JOINTED)

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

AGGREGATE BASE COURSE, TYPE B 4"

CONCRETE MEDIAN SURFACE, 4 INCH
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