
 

 

 

 
   

 

 

 

   

 

   

 

 

  

 

 

 

PGL

2.0%

11’ 11’ 2.58’

2.0%

11’11’2.58’

TYPICAL SECTION - IL RTE 159

FAP 600 (IL RTE 159)

~ PROPOSED

PCC SIDEWALK 4" (TYP)

5’

2.0%

5’

2.0%

THRU LANE THRU LANE THRU LANETHRU LANE

*

*

AGGREGATE (PRIME COAT)
(PRIME COAT)

BITUMINOUS MATERIALS

AND GUTTER TYPE B 6.24 (TYP)

COMBINATION CONCRETE CURB

SURFACE COURSE, MIX E, N90, 2.5"

POLYMERIZED HOT MIX ASPHALT

IL-19, N90, 11.5", (TYP.)

HOT MIX ASPHALT BINDER COURSE, 

TYPE A, 12" (TYP.)

AGGREGATE BASE COURSE,

2’

PGL

11’ 2.58’11’2.58’ 11’11’

TYPICAL SECTION - IL RTE 159

FAP 600 (IL RTE 159)

~ PROPOSED

PCC SIDEWALK 4" (TYP)

2’
5’

2.0%

VARIES 0’ TO 11’

0’ TO 5.5’

VARIES

0’ TO 5.5’

VARIES

2.0% OR e 2.0% OR e

THRU LANE THRU LANE THRU LANE THRU LANE

*

AGGREGATE (PRIME COAT)

(PRIME COAT)

BITUMINOUS MATERIALS

AND GUTTER TYPE B 6.24 (TYP)

COMBINATION CONCRETE CURB

SURFACE COURSE, MIX E, N90, 2.5"

POLYMERIZED HOT MIX ASPHALT

LT TURN LANE

BI-DIRECTIONAL OR

STA 167+65.00 TO STA 171+94.00
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         IL ROUTE 159         

   PROPOSED TYPICAL SECTIONS  
              

              

              

              

STA 171+94.00 TO STA 175+79.00

IL-19, N90, 11.5", (TYP.)

HOT MIX ASPHALT BINDER COURSE, 

TYPE A, 12" (TYP.)

AGGREGATE BASE COURSE,

529

7.0’ TO 11.4’

VARIES 7’

AND VARIES

10’

VARIES

VARI
ES

AND VARIES

10’

SEE CROSS SECTIONS AND/OR INTERSECTION DETAILS FOR SLOPE

VARIES *

VARIES
RETAIN EXISTING SIDEWALK

*

01/25/2013

SIDEWALK 4"
PCC SPECIAL

SIDEWALK 4"
PCC SPECIAL

2.0%

VARIES

SIDEWALK 4" (TYP)
PCC SPECIAL

**
ACCORDINGLY. MINIMUM THICKNESS IS SHOWN ON TYPICAL SECTION.

DEPTH SHOULD BE FIELD VERIFIED WITH A DCP AND ADJUSTED

**

26

STA. 170+98.20 TO STA 171+94.00

RETAIN EXISTING SIDEWALK

**

***

172+14.44. MATCH EXISTING WIDTH AT BOTH ENDS.

CONSTRUCT NEW PCC SIDEWALK 4" FROM STA. 171+97.35 TO STA.***

FROM STATION 167+85 LT TO 169+92 LT


