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PGL

11’ 2.58’11’2.58’ 11’11’

TYPICAL SECTION - IL RTE 159

FAP 600 (IL RTE 159)

~ PROPOSED

PCC SIDEWALK 4" (TYP)

2.0%

5’

2.0%

2.0% OR e 2.0% OR e

THRU LANE THRU LANE THRU LANE THRU LANE

1:3 (TYP)

*
1:3 (TYP)

*

AGGREGATE (PRIME COAT)

(PRIME COAT)

BITUMINOUS MATERIALS

AND GUTTER TYPE B 6.24 (TYP)

COMBINATION CONCRETE CURB

IL-19, N90, 11.5", (TYP.)

HOT MIX ASPHALT BINDER COURSE, 

TYPE A, 12" (TYP.)

AGGREGATE BASE COURSE,

SURFACE COURSE, MIX E, N90, 2.5"

POLYMERIZED HOT MIX ASPHALT

LT TURN LANE

BI-DIRECTIONAL OR

STA 175+79.00 TO STA 227+25.00

11’

2.0%

1:3 (TYP)* 1:4

529

2.0%
1:3 (TYP)*

SIDEWALK 4" (TYP)
PCC SPECIAL

VARIES

2’ AND

VARIES

2’ TO 7.6’

VARIES

VARIES

10’ AND

VARIES

2’ AND

VARIES

10’ AND

VARIES

5’ AND

01/25/2013

**

SEE CROSS SECTIONS AND/OR INTERSECTION DETAILS FOR SLOPE*

**
ACCORDINGLY. MINIMUM THICKNESS IS SHOWN ON TYPICAL SECTION.

DEPTH SHOULD BE FIELD VERIFIED WITH A DCP AND ADJUSTED

TYPICAL SECTION - IL RTE 159

PGL

11’ 2.58’11’2.58’ 11’11’

FAP 600 (IL RTE 159)

~ PROPOSED

PCC SIDEWALK 4" (TYP)

2.0%

THRU LANE THRU LANE THRU LANE
THRU LANE

*

SURFACE COURSE, MIX E, N90, 2.5"

POLYMERIZED HOT MIX ASPHALT

LT TURN LANE

BI-DIRECTIONAL OR

11’

2.0%

*

VARIES

2.0% OR MATCH EXISTING 2.0% OR MATCH EXISTING
VARIES

AND GUTTER TYPE B 6.24 (TYP)

COMBINATION CONCRETE CURB

VARI
ES

VARIES

5’ AND
VARIES

VARIES

5’ AND

VARIES

TYPE B, 12"

AGGREGATE BASE COURSE,

AGGREGATE (PRIME COAT)

BITUMINOUS MATERIALS (PRIME COAT) IL-19, N90, 11.5", (TYP.)

HOT MIX ASPHALT BINDER COURSE, 

STA 227+25.00 TO STA 229+61.88

27

2.0%

- STA 198+55 TO STA 199+16, LT SW=4’

- STA 195+42 TO STA 195+75, LT SW=3’

- STA 194+98 TO STA 195+13, LT SW=4’

NOTE: 

TO 199+27 LT

FROM STATION 198+48 LT
TO 176+45 LT

FROM STATION 175+79 LT

FROM STATION 221+31 LT TO 222+05 LT

FROM STATION 175+79 RT TO 176+38 RT

2.0%

VAR

FROM STATION 195+16 RT TO 195+83 RT

1:3 (TYP)*

- FOR HMA SURFACE REMOVAL SEE PAVEMENT SCHEDULE.

NOTE: 


