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PGL

2.58’

AGGREGATE (PRIME COAT)

(PRIME COAT)

BITUMINOUS MATERIALSAGGREGATE BASE COURSE, TYPE A, 8"

SURFACE COURSE, MIX E, N90, 1.5"

POLYMERIZED HOT MIX ASPHALT

IL-19, N90, 6.25"

HOT MIX ASPHALT BINDER COURSE, 

AND GUTTER TYPE B 6.24 (TYP)

COMBINATION CONCRETE CURB

VARIES*

2.0%

2.58’

2.0%

PCC SIDEWALK 4" (TYP)

VARIES*

1:3 (T
YP)  

1:
3 
(T

YP)
  

16.5’

 

16.5’

 

529

TYPICAL SECTION - WICKLIFFE AVE.

STA 58+00.00 TO STA 62+00.00

6"6"

10’ AND VARIES10’ AND VARIES

VARIES

5’ AND

VARIES

AND

2’

VARIES

5’ AND

VARIES

AND

2’

~ WICKLIFFE AVE.

TYPICAL SECTION - WICKLIFFE AVE.

STA 62+00.00 TO STA 63+00.00

STA 57+20.00 TO STA 58+00.00

~ WICKLIFFE AVE.

SURFACE COURSE, MIX E, N90, 1.5"

POLYMERIZED HOT MIX ASPHALT

AGGREGATE (PRIME COAT)

(PRIME COAT)

BITUMINOUS MATERIALS

VARIESVARIES

13.8’ TO 17.9’ 13.2’ TO 18.0’

VARIES*VARIES*

PGL

PGL

STA 0+00.00 TO STA 1+65.00

TYPICAL SECTION - VALLEY LN

(PRIME COAT)

BITUMINOUS MATERIALS

AGGREGATE (PRIME COAT)

SURFACE COURSE, MIX E, N90, 2"

POLYMERIZED HOT MIX ASPHALT

IL-19, N90, 2.25"

HOT MIX ASPHALT BINDER COURSE, 

TYPE A, 8"

AGGREGATE BASE COURSE,

VARIES

6’ AND 2.58’

VARIES

6’ AND

- CURB AND GUTTER ENDS AT 0+79.00 RT

NOTE: 

*

*

~ VALLEY LN.

AND GUTTER TYPE B 6.24 (TYP)

COMBINATION CONCRETE CURB

01/25/2013

**

**

SEE CROSS SECTIONS AND/OR INTERSECTION DETAILS FOR SLOPE*

**
ACCORDINGLY. MINIMUM THICKNESS IS SHOWN ON TYPICAL SECTION.

DEPTH SHOULD BE FIELD VERIFIED WITH A DCP AND ADJUSTED

  

 

30

- FOR HMA SURFACE REMOVAL SEE PAVEMENT SCHEDULE.

NOTE: 


