
UNDISTURBED EARTH

BLOCKING AGAINST

BASE AND THRUST

PROVIDE CONCRETE

(AWWA) SPECIFICATIONS

EQUAL CONFORMING TO

OWNERS STANDARD OR

AS SPECIFIED

DRAIN FIELD TO 6E

FABRIC OVER DRAIN FIELD

INSTALL LAYER OF FILTER

SPECIFICATIONS

SEE PLANS AND

FOR DEPTH OF BURY

SPECIFICATIONS

MANUFACTURER’S

TO CONFORM TO

OPENING

DRAIN

HYDRANT
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"WATER" ON LID

USE SLIDE TYPE ADJUSTMENTS

FOR DEPTH. IN PAVEMENTS

SCREW TYPE ADJUSTMENTS

CONCRETE BLOCK

TYPICAL VALVE BOX INSTALLATION FIRE HYDRANT ASSEMBLY

LETTERED "WATER" OR "METER" ON LID

CAST IRON METER BOX COVER

VARIABLE

3
’
 

T
Y

P
I

C
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L

1
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"
 

T
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2
0
"

18"

METER BOX COVER

METER BOX, YOKE AND

COVERING MATERIAL FOR

SEE SPECIAL PROVISIONS.

SERVICE PIPE

CORPORATION STOP

WATER METER BOX INSTALLATION

UNDISTURBED EARTH

BRACE PLUG AGAINST

UNDISTURBED EARTH

BRACE PLUG AGAINST

 

EXCEPT VERTICAL BEND.

CONCRETE. ALL FITTINGS SHOWN IN PLAN

THRUST. ALL BLOCKS TO BE 3000 P.S.I.

EARTH. ARROWS INDICATE DIRECTION OF

ALL BLOCKS BEAR AGAINST UNDISTURBED

NOTE: 

VERTICAL BEND

PLUGGED TEE

PLUGGED CROSS

TEE
90° ELBOW

TYPICAL THRUST BLOCK INSTALLATIONS

EXISTING SEWER LINE

SEE GUIDELINES #2.

GUIDELINES #4.

FOR CASING SEE

18" MINIMUM

WATER MAIN

PROPOSED

"L"

"S" "S"

TO EXISTING SEWER LINE.

AND MEASURED PERPENDICULAR

PROVIDE 10 FEET OF SEPARATION

"S" THE LENGTH NECESSARY TO

NOTE:

DETAIL SHEET
NOT TO SCALE

 

FOR CASING OF PROPOSED WATER MAIN AND SEAL ENDS OF CASING.

4. USE "L" FEET OF WATER MAIN MATERIAL

DAMAGE DUE TO SETTLEMENT.

3. PROVIDE ADEQUATE SUPPORT FOR EXISTING SEWER LINE TO PREVENT

 

MATERIAL (CLASS IV) AND COMPACT.

EXISTING SEWER LINE TRENCH AND REPLACE WITH SELECT EXCAVATED

2. IF SELECT GRANULAR BACKFILL EXISTS, REMOVE WITHIN WIDTH OF

 

EXCAVATED MATERIAL (CLASS IV) AND COMPACT THE LENGTH OF "L".

TO ONE (1) FOOT OVER TOP OF WATER MAIN AND USE SELECT

1. OMIT SELECT GRANULAR EMBEDMENT AND GRANULAR BACKFILL

 

GUIDELINES

NOTE: COMPACTI0N REQUIREMENTS REFER TO 20-2.20B

 

WITH 18" MINIMUM VERTICAL SEPARATION.

PROPOSED WATER MAIN BELOW EXISTING SEWER LINE

 

  DRAIN AS SHOWN 1N AWWA MANUAL M 17

  SHALL NOT BLOCK NOR OBSTRUCT HYDRANT

1.CONCRETE BASE AND BLOCKING MATERIAL

NOTES: 

TYPICAL RISER FOR SERVICE LATERAL

TYPICAL TAP SERVICE PIPING (COPPER)

WATER AND STORM SEWER SEPARATION (HORIZONTAL)

WATER AND STORM SEWER SEPARATION (VERTICAL)
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