DETAIL FOR INLAY
THROUGH GUTTER SECTIONS

DETAIL FOR
BUTT JOINT TRANSITION

PROP. HMA SURFACE

AND RAILROAD UNDERPASS COURSE, MIX. C. N3O
(1172
PROP. HMA SURFACE b1z
— COURSE, MIX. C, N90
5 PROP. HMA SURFACE COURSE 11727 INLAY _SURFACE AND PRoP. LEVELIDG BINDER.
s . ’ LEVELING BINDER M.M., N30 (374"
— 30’ TRANSITION MIX. C, NSO 1 1/2") PROP. LEVELING BINDER, 30
= . PROP. LEVELING BINDER, M.M., M.M., N3O (3747) 30
2 15 | N3O (374 TRANSITION TRANSITION
11727 %
[a
o

PROP. HMA SURFACE
EX. BIT. SURFACE OVER REMOVAL - 2 1/4"

HMA SURFACE REMOVAL-

EX. BIT. SURFACE OVER

PROP. TEMP. RAMP

PCC PAVEMENT 374" PCC PAVEMENT (SEE NOTE/THIS SHT.)
) HMA SURFACE REMOVAL-
ngsb’ngCE REMOVAL 3747 NOTE: MILLING THROUGH TRANSITIONS
TO BE USED: TO BE USED: FOR INLAY AT GUTTER SECTIONS IS
INCLUDED IN COST FOR HMA SURFACE
STA. 345+54 (BEGINNING OF PROJECT) STA. 465+00 TO STA. 470+00 (EX. GUTTER)  COURSE REMOVAL 2 1/4".
STA. 1307+48 (AT RR OVERPASS) STA. 693434 TO STA. 701+74 (EX. GUTTER)
STA. 1293+64 (AT RR CROSSING) STA. 1311+18 TO STA. 1307+48 (RAILROAD OVERPASS)
STA. 1292+54 (AT RR CROSSING)
DETAIL FOR
RESURFACING OVER STRUCTURES DETAIL FOR
(NO MILLING ON APPROACHES OR STRUCTURES) RESURFACING OVER SN 073-7087
A 3/4" DEEP SAW CUT SHALL BE CUT
INTO THE PROP. HMA SURFACE COURSE
OVER THE EXIST. PJS AT THE END OF 0 Y
EACH APPROACH SLAB. (SEE BDE SPEC. ¥ =
FOR BRIDGE RELIEF JOINT SEALER). c © PROP. HMA SURFACE COURSE,
PROP. HMA SURFACE COURSE, © < MIX. C, N9O (1 1/2")
MIX. C, N3O (1 1/2") PROP. HMA SURFACE COURSE, < =
PROP. HMA_SURFACE COURSE, MIX. C, N9O (1 1/2') % | OMIT LEVELING BINDER & . PROP. LEVELING BINDER, M.M.,
MIX. C, N30 (1 172" 30" TRANSITION PROP. WATERPROOFING MEMBRANE NSO (3/4"). BINDER BEGINS AT
PROP. LEVELING BINDER. M.M SvoTEM A2 PROP. LEVELING BINDER, M.M. HMA SURFACE MILLING
. LEY : MoM.. N30 (3/4'), (BINDER ENDS AT OVER EXIST. STRUCTURE END OF PCC PAVEMENT.
N0 (3747, BINDER ENDS AT 1 172" PCC PAVEMENT OVER STRUCTURE.)
STRUCTURE APPROACH. .

777777777 e VO S W U
HMA SURFACE REMOVAL- 1 o A MDA OVER EX. STRUCTURE 374", MILLING BEGINS AT
374”. MILLING ENDS AT \ y END OF PCC PAVEMENT.
STRUCTURE APPROACH STRUCTURE.) EX. BIT. SURFACE OVER
) EX. BIT. SURFACE OVER EX. PAVEMENT
EX. APPROACH SLAB
EX. STRUCTURE DECK
TO BE USED:
SN 073-0028
SN 073-0029
SN 073-0030
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