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ST. CLAIR

CONTRACT NO. 76G15

4
SN 082-0201

BRIDGE PAINTING DETAILS

ALL STEEL SURFACES SHALL BE GRAY, MUNSELL NO. 5B 7/1.

ACCORDING TO THE REQUIREMENTS OF PAINT SYSTEM 1-OZ/E/U.  THE COLOR OF THE FINISH COAT FOR

3.  THE DESIGNATED AREAS CLEANED PER NEAR WHITE BLAST CLEANING--SSPC-SP10 SHALL BE PAINTED

SHALL BE CLEANED PER NEAR WHITE BLAST CLEANING--SSPC-SP10.  

SPECIAL PROVISION FOR "CLEANING AND PAINTING EXISTING STEEL STRUCTURES".  ALL AREAS SPECIFIED

2.  CLEANING AND PAINTING OF THE EXISTING STEEL AND BEARINGS SHALL BE AS SPECIFIED IN THE

RESIDUES".

AT THIS SITE.  SEE SPECIAL PROVISION FOR "CONTAINMENT AND DISPOSAL OF LEAD PAINT CLEANING

1.   A MINIMUM OF TWO AIR MONITORS WILL BE REQUIRED TO MONITOR ABRASIVE BLASTING OPERATIONS
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ON THE SIDE OF THE DECK JOINT AS DELINEATED SHALL BE CLEANED AND PAINTED. (SP 10)

ALL BEAMS, BEARINGS AND OTHER STRUCTURAL STEEL WITHIN 5 FEET (MEASURED ALONG THE BEAM)

EITHER SIDE
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BRIDGE PAINTING DETAILS 

ALL STEEL SURFACES SHALL BE GRAY, MUNSELL NO. 5B 7/1.

ACCORDING TO THE REQUIREMENTS OF PAINT SYSTEM 1-OZ/E/U.  THE COLOR OF THE FINISH COAT FOR

3.  THE DESIGNATED AREAS CLEANED PER NEAR WHITE BLAST CLEANING--SSPC-SP10 SHALL BE PAINTED

SHALL BE CLEANED PER NEAR WHITE BLAST CLEANING--SSPC-SP10.  

SPECIAL PROVISION FOR "CLEANING AND PAINTING EXISTING STEEL STRUCTURES".  ALL AREAS SPECIFIED

2.  CLEANING AND PAINTING OF THE EXISTING STEEL AND BEARINGS SHALL BE AS SPECIFIED IN THE

RESIDUES".

AT THIS SITE.  SEE SPECIAL PROVISION FOR "CONTAINMENT AND DISPOSAL OF LEAD PAINT CLEANING

1.   A MINIMUM OF THREE AIR MONITORS WILL BE REQUIRED TO MONITOR ABRASIVE BLASTING OPERATIONS
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