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| ! | | 1. THE LIGHT POLE ASSEMBLY SHALL MEET AASHTO DESIGN CRITERIA OF 80 MPH WIND
} E { ; LOADING WITH 104 MPH GUSTS.
@ o 2. THE LIGHT POLE AND LUMINAIRE SHALL BE ERECTED ON FOUNDATION IN ACCORDANCE
\ WITH THE MANUFACTURER'S RECOMMENDATIONS.
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5" DIA. FLUTED POLE SHAFT 4. THE LIGHT POLE, LUMINAIRE AND OTHER ELECTRICAL APPLIANCES SHALL BE
. /\; ELECTRICALLY GROUNDED IN STRICT CONFORMANCE WITH NATIONAL ELECTRIC CODE.
- jﬁ‘ 5] 5. ALL HARDWARE SUPPLIED WITH POLE AND LUMINAIRE SHALL BE STAINLESS STEEL.
f i 6. THE LIGHT POLE AND LUMINAIRE SHALL BE PAINTED BLACK COLOR, POLYESTER POWDER
ﬁ] COAT FINISH
5 ;
§ 7. THE PAINTED POLE SHALL BE WRAPPED WITH PROTECTIVE SHEATHING BEFORE SHIPMENT.
/ 8. THE BOLT CIRCLE ON THE BASE PLATE SHALL CONFORM WITH THE BOLT CIRCLE ON
LIGHT POLE FOUNDATION.
9. THE POLE\LUMINAIRE MANUFACTURER SHALL SUBMIT COLOR SAMPLE TO OWNER. THE
COLOR MUST BE APPROVED BY THE OWNER.
g 7 D4 BASE 10. THE FESTOON OUTLET SHALL BE 20 AMPERE GFCI DUPLEX RECEPTACLE, BROWN HEAVY
I DUTY INDUSTRIAL GRADE, RECESSED IN SHAFT WITH CAST ALUMINUM HINGED DOOR, NEMA
| 3R (RED.DOT)
11. LIGHT POLE AND LUMINAIRE SHALL CONFORM TO THE REQUIREMENTS OF IDOT STANDARD
R SPECIFICATION ARTICLES 1069.01 AND 1067.01.
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