
 

 

 

  

 

 

   

 

   

  

 

 

   

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

760 DEWITT 23 6

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

124 BR-1

CONTRACT NO. 70531

SHEET NO. 3 OF 16 SHEETS STA.            TO STA.            SCALE:          

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

CROSS SECTIONS

S.N. 020-0045
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DECK CROSS SECTION

TYPICAL APPROACH ROADWAY CROSS SECTION

CROSS SECTIONS
S.N. 020-0045

PROPOSED WATERPROOFING

MEMBRANE SYSTEM

EXISTING 1 1/2 " HMA WEARING SURFACE

AND WATERPROOFING MEMBRANE SYSTEM

46’-0"  OUT TO OUT OF DECK

44’-0"  FACE TO FACE OF PARAPET

PROPOSED HMA SURFACE REMOVAL (DECK)

PROPOSED HMA SURFACE COURSE,

MIX C, N-50 (168 LBS/SQ YD)

EXISTING STABILIZED

SHOULDERS, 8"

PROPOSED H.M.A. SURFACE REMOVAL, 1 3/4 " AND

PROPOSED H.M.A. SURFACE COURSE, MIX C, N-50

(196 LB / SQ YD & VAR.).

EXISTING STANDARD REINFORCED

CONCRETE PAVEMENT, 8"

EXISTING H.M.A.

RESURFACING

EXISTING STABILIZED

SUB-BASE, 4"

EXISTING AGGREGATE

SHOULDERS

EXISTING SUB-BASE GRANULAR MATERIAL

TYPE C (4" THICK COMPACTED)

STRIPE STRIPE
STRIPE

STRIPE
STRIPE

STRIPE


