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1

LIMITS OF WIDENING 2 MILL AND LIMITS OF WIDENING PORTLAND CEMENT CONCRETE PAVEMENT, 10" (JOINTED)
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PORTLAND CEMENT CONCRETE SHOULDERS, 8"

LONGITUDINAL CONSTRUCTION JOINT (INCLUDED IN COST OF PORTLAND
CEMENT CONCRETE PAVEMENT, 10" JOINTED)

AGGREGATE SHOULDERS TYPE B, 8"

*» VARIES FROM 0’-0" AT STA 305+80.00
TO 12'-0" AT STA 309+40.00

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F", N9O, 2
HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70, 10 1/2” (IN 5 LIFTS)
AGGREGATE BASE COURSE TYPE B, 6"

GEOTECHNICAL FABRIC FOR GROUND STABILIZATw}iGFGORiG‘:STE
COMPACTED LIMESTONE SCREENINGS (FA 5), 2" PATH, 8"
STEEL PLATE BEAM GUARD RAIL, TYPE A

GILBERT STREET NOT USED
STA 305+80.00T0 STA 312+48.81 NOT USED

LEVELING BINDER (MACHINE METHOD), NTO (3/4” MINIMUM)
COMBINATION CONCRETE CURB AND GUTTER B6.12
CONCRETE MEDIAN, TYPE SB (SPEC)

BICYCLE RAILING

HOT MIX ASPHALT SURFACE COURSE, MIX “C”, N50, 2"

¢ OLD STEARNS ROAD

HOT MIX ASPHALT BINDER COURSE, IL-19.0 N50, 6 1/2"” (IN 3 LIFTS)
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OLD STEARNS ROAD (RECONSTRUCTION AREA)

STA B04+14.00 TO STA 807+99.77
C

OLD STEARNS ROAD (RESURFACING AREA) i AND CUL DE SA

STA 800+00.00 TO STA 804+14.00
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