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EXCAVATED MATERIAL IN OTHER LOCATIONS

(INCLUDED IN COST OF PIPE)

FINAL BACKFILL

TRENCH BACKFILL PER 550.07 AND 208.01 OF THE STANDARD SPECIFICATIONS

(PAY ITEM)

BEDDING/CRADLE

SELECT GRANULAR BACKFILL PER 550.04 AND 550.07 OF THE STANDARD SPECIFICATIONS

(INCLUDED IN COST OF PIPE)
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DETAIL - CONCRETE CRADLE

FOR EXISTING UTILITIES

FOR EXISTING UTILITIES

NOTES

CONCRETE CRADLES, COVERS AND COLLARS ARE TO BE PROVIDED AT LOCATIONS
DESIGNATED BY THE ENGINEER WHERE THE PROPOSED STORM SEWER CROSSES
EXISTING SANITARY SEWER, COMMUNICATION LINES, GAS LINES, AND/OR WATER
LINES IN SUFFICIENT PROXIMITY THAT DEFLECTION OF THE EXISTING MAY OCCUR.

THE COST OF THE CONCRETE CRADLES, COVERS AND COLLARS SHALL BE PAID FOR
AT THE CONTRACT UNIT PRICE PER CUBIC METER FOR CLASS SI CONCRETE (SPECIAL)
THE WELDED WIRE FABRIC AND SAND BEDDING MATERIAL WILL NOT BE PAID FOR
SEPARATELY. THE COST FOR THESE ITEMS SHALL BE INCLUDED IN THE COST OF
CLASS SI CONCRETE (SPECIAL).

WOOD OR METAL FORMS WILL NOT BE REQUIRED.
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REVISIONS
NAME 5ATE| ILLINOIS DEPARTMENT OF TRANSPORTATION

ALL DIMENSIONS ARE IN MILLIMETERS

UNLESS OTHERWISE SHOWN.
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