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 LOCATION #1 - PROSPECT AVE.  
EXISTING AND PROPOSED TYPICAL CROSS SECTIONS

SHEET  5 OF 5  SHEETS STA.157+66.50 TO STA.166+56.59  
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-$MODELNAME$

          

          

          

          

          

          

          

          

BIT. SURF. REMOVAL

�"

EXISTING TYPICAL CROSS SECTION 5

4

 BRICK, 4"

SAND CUSHION, 1" 

P.C.C. WIDENING, 8" 

(BOTH SIDES)

LIP DETAIL
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STRIPE STRIPE

SLOPE � "/ FT. SLOPE � "/ FT.

STRIPE

5’-0"

1’-7"

11’-0" 11’-0" 11’-0" 11’-0" 11’-0"

1’-7"

5’-0"VARIES VARIES

29’-0"26’-0"

33’-0" & VARIES 40’-0" & VARIES

P.C.C. SIDEWALK, 5" P.C.C. SIDEWALK, 5"

GUTTER TYPE B-6.12

COMBINATION CONC. CURB &

STRIP REFLECTIVE CRACK CONTROL

@ 30" CENTERS

EXPANSION TIE ANCHORS, �"

@ 30" CENTERS (TYP.)

�" STEEL TIE BARS

P.C.C. PAVEMENT, 8" 

VAR.

PROPOSED TYPICAL CROSS SECTION 5
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COLD MILLING (SPECIAL)

 HMA SURFACE REMOVAL, 1�" 

MIX "D", N90, (168 LBS/SQ YD)

POLYMERIZED HMA SURFACE COURSE

 HMA SURFACE REMOVAL, 1�" 

MIX "D", N90, (168 LBS/SQ YD)

POLYMERIZED HMA SURFACE COURSE

*

LOCATIONS OF IMPROVEMENTS

NOTE: 

157+66.50        166+56.59

STATION    TO    STATION

LOCATION #1 (PROSPECT AVENUE)

157+66.50        166+56.59

STATION    TO    STATION

LOCATION #1 (PROSPECT AVENUE)

GRANULAR SUB-BASE, 6" 

POLYMERIZED HMA SURFACE COURSE, 1�" 

POLYMERIZED HMA BINDER COURSE, 1�" 

WHERE PREVIOUS RESURFACING ACTIVITIES HAVE PLACED HMA RESURFACING WITHIN THE GUTTER PAN AREA.

NOTE:  COLD MILLING SPECIAL REQUIRED IN ALL C&G AREAS WITHIN THE LOCATIONS OF IMPROVEMENTS 

SB (DL ONLY) STA. 157+55.00 TO STA. 166+45.00 

NB (DL ONLY) STA. 163+10.00 TO STA. 166+45.00  

NB (DL ONLY) STA. 157+70.00 TO STA. 161+30.00 

 

COLD MILLING (SPECIAL)


