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ITS PLAN 7A & 7B OF 11

SHEET 7A OF 11

STA. 681+00

STA. 667+00 TO

WB I-270

050’ 50’ 100’

SCALE: 1" = 50’

8

050’ 50’ 100’

SCALE: 1" = 50’

SHEET 7B OF 11

STA. 695+00

STA. 681+00 TO

WB I-270

8

EXDHH04

CONTROLLER
MP027010.8

HH25

HH26

HH27

JB03
JB04

HH28
A A

027010.8A.78D

027010.8A.65C

667+50

37 15

CLOSED CIRCUIT TELEVISION CAMERA SYSTEM-1 EACH

REMOVE EXISTING ITS EQUIPMENT-1 EACH

MODIFY EXISTING CONTROLLER CABINET TYPE B-1 EACH

3000 LAYER 2 SWITCH-1 EACH

SFP-GE-L SFP MODULE-2 EACH

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-650’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-691’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-631’

LOCATE UNDERGROUND CABLE- 631’

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-566’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-589’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-559’

LOCATE UNDERGROUND CABLE- 559’

 DETAIL" FOR SECTION A-A

SEE SHT. 23/32-"CONDUIT ATTACHED TO STRUCTURE NO.60-0053 (IL. CENTRAL RR)

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-461’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-24’

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., PVC TYPE C-10’

JUNCTION BOX, STAINLESS STEEL, ATTACHED TO STRUCTURE, 18" X 18" X 10"-1 EACH

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., FIBERGLASS BULLET RESISTANT-30’

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., PVC TYPE C-313’

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., FIBERGLASS BULLET RESISTANT-30’

JUNCTION BOX, STAINLESS STEEL, ATTACHED TO STRUCTURE, 18" X 18" X 10"-1 EACH

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., PVC TYPE C-10’

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-41’

2-ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-35’(EACH)

2-FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-89’(EACH)

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-563’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-586’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-556’

LOCATE UNDERGROUND CABLE- 556’
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