
BITUMINOUS CRACK REPAIR (AR201660)
N.T.S.

CRACK CONTROL FABRIC − 4’ WIDE

NEW 2" BITUMINOUS MILLING

NEW 2" BITUMINOUS SURFACE
COURSE (401)

NEW TACK COAT ON ALL SIDES OF

REMOVAL − TO BE PAID FOR UNDER ITEM
AR201660 BITUMINOUS CRACK REPAIR

EXISTING BITUMINOUS

CRACK 1" OR GREATER IN
WIDTH

FULL DEPTH BITUMINOUS

SURFACE COURSE − TO BE PAID
FOR UNDER ITEM AR201660
BITUMINOUS CRACK REPAIR

APPROX. 3"
MINIMUM
ADDITIONAL

REMOVAL

EXTRA DEPTH
 REPAIR − 2’ WIDE

NEW 4’ WIDE CRACK CONTROL
FABRIC (AR201672) OVER EXTRA

DEPTH REPLACEMENT − TO BE
PAID FOR UNDER ITEM AR201672
CRACK CONTROL FABRIC

MILLED SURFACE PRIOR
TO EXTRA DEPTH REPAIR

1. CRACKS TO BE REPAIRED SHALL BE DESIGNATED BY THE RESIDENT ENGINEER.

GENERAL DIRECTION SHALL BE TO REPAIR BY THIS METHOD ANY CRACKS
GREATER THAN ONE (1") INCH IN WIDTH THAT REMAIN AFTER MILLING.

2. THE DEPTH FOR ADDITIONAL REMOVAL MAY INCREASE AT THE DESIGNATION
OF THE RESIDENT ENGINEER BASED ON THE SEVERITY OF THE CRACK.

MINIMUM DEPTH OF THIS ADDITIONAL REMOVAL SHALL BE THREE (3") INCHES.

3. THE CONTRACTOR SHALL REMOVE ALL LOOSE DEBRIS FROM THE EXTRA
DEPTH REMOVAL TO THE SATISFACTION OF THE RESIDENT ENGINEER PRIOR

TO APPLYING TACK COAT.

4. PARALLEL CRACKS LOCATED LESS THAN THREE (3’) FEET APART SHALL BE
CONSIDERED ONE (1) CRACK FOR MEASUREMENT.

NOTES:

VAR.

TERMINAL
HANGAR

NEW 6" P.C.C. PAVEMENT (501)

NEW 6" CRUSHED AGGREGATE BASE COURSE (501)

COMPACTED SUBGRADE

EXISTING PAVEMENT

MILL AND REPLACE

P.C.C. APRON AT TERMINAL BUILDING
N.T.S.

40’ TYP.

2
7

" 
M

IN
.

18"

12" SQ.

EXISTING TIE DOWN DETAIL

N.T.S.

TIE DOWN BACKFILL DETAIL

NEW 2" BITUMINOUS CAP (401)

NEW CRUSHED AGGREGATE BASE COURSE (209)

REMOVED TIE DOWN VOID

DEPTH TO MILLED SURFACE

NEW 2" BITUMINOUS PAVEMENT (401)

NEW 4’ x 4’ PIECE CRACK

CONTROL FABRIC (AR201672)
OVER TIEDOWN REMOVALS − TO
BE PAID FOR UNDER ITEM

AR201672 CRACK CONTROL
FABRIC

MOORING NOTES

1. MOORING CASTINGS SHALL BE NEENAH
SEMI−STEEL AIRPORT MOORING EYE
CATALOG NO. R3490 OR APPROVED
EQUIVALENT.

2. ANCHOR RODS SHALL BE #3 DEFORMED
REBAR, 15" LONG AND SHALL BE BENT
DOWNWARD AT 45 DEGREES.

3. THE MOORING EYE SHALL BE INSTALLED
AFTER PAVING OPERATIONS ARE COMPLETE
BY CORING THROUGH NEW PAVEMENT.

MOORING EYE DETAILS

N.T.S.
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MOORING EYE IN PAVEMENT DETAIL

SECTIONPLAN

#3
REINFORCING

BAR

EXISTING VARIABLE

THICKNESS BITUMINOUS
PAVEMENT

MOORING EYE

VERTICAL CORE AROUND
PERIMETER OF MOORING EYE

CLEAN CORED SURFACE
AND APPLY BONDING
AGENT

20" ROUND

ITEM 610 PCC

15"

3
6
"

15"
ROUND

NOTE: THE MOORING EYE SHALL BE INSTALLED AFTER
PAVING OPERATIONS ARE COMPLETE.

NEW 2" BITUMINOUS

SURFACE COURSE

NEW BITUMINOUS TACK COAT (603)

SECTION C − TYPICAL SECTIONS

EXISTING TIE DOWNS
ARE FILLED WITH GROUT

REMOVE P.C.C. PAVEMENT LIMITS (501900)
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