




PROPOSED BIOREACTOR MEDIA BURIAL AREA

EXISTING ACID SEEP EXISTING BIOREACTOR IMPOUNDMENT

EXISTING AGRIDRAIN STRUCTURE

CONSTRUCTION LIMITS TO FOLLOW
 THE EXISTING EDGE OF ROAD

S.W. CORNER OF THE NW 1/4 OF SE 1/4 OF
SECTION 36, T.9S.-R.1W.

EXISTING BIOREACTOR DISCHARGE
STREAM

SITE ACCESS VIA NO NAME ROADSITE ACCESS VIA NO NAME ROADSITE ACCESS VIA NO NAME ROADSITE ACCESS VIA NO NAME ROAD

BASELINE LAYOUT

STA. 100+00   N  374,980.00  E 2,587,060.00

STA. 103+50   N  375,330.00  E 2,587,060.00

PROPOSED BASELINE

EXISTING PIPES
TO REMAIN



PROPOSED TEMPORARY STREAM CROSSING

40' x 70' CHERT FRENCH
DRAIN TO BE BUILT AS
SHOWN ON DETAIL F-7.

PROOPOSED CONCRETE
DOWNDRAIN STRUCTURE TO BE
BUILT AS SHOWN ON DETAIL C-7.

PROPOSED ADJUSTABLE RISER
TO BE BUILT AS SHOWN ON
DETAIL B-6.

PROPOSED STONE RIPRAP A-3 TO BE PLACED
AS SHOWN ON DETAIL D-7. (9.0 S.Y. )

30 FOOT OF EXISTING FENCE TO
BE REMOVED FOR ACCESS AND
REPLACED AFTER PROJECT IS
COMPLETED.

PROPOSED ADJUSTABLE
RISER SUPPORT TO BE BUILT
AS SHOWN ON DETAIL E-7.

BIOREACTOR MEDIA TO BE
REPLACED AS SHOWN ON

DETAILS A-6 AND B-6.

(EXISTING PIPES TO REMAIN. )

PROPOSED STONE RIPRAP A-3 TO
BE PLACED AT END OF CONCRETE
DOWNDRAIN. (4.0 S.Y. )

DITCH SHALL BE TEMPORARILY DAMMED IN
ORDER TO KEEP WATER FROM THE
BIOREACTOR DURING REMEDIATION.
WATER IS TO BE DIVERTED TO ACID WATER
TREATMENT LOCATION.  CONVEYANCE
METHOD TO BE APPROVED BY ENGINEER.
THIS WORK SHALL BE INCIDENTAL TO THE
ITEM HYDRATED LIME - BAGS

PROPOSED LOCATION OF TEMPORARY
ACID WATER TREATMENT - HYDRATED
LIME-BAGS.
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