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I-90/ 94 (WESTBOUND LANES)
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I-90/ 94 (EASTBOUND LANES)
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PROPOSED TYPICAL SECTIONS

I-90/ 94 (KENNEDY EXPRESSWAY)

STA 219+42.82 TO STA 222+64.06

STA 117+27.40 TO STA 120+67.66

7’

NOTES:

STA 219+64.21 TO STA 221+87.38

6

STA 119+32.83 TO STA 120+67.66

6

STA 117+27.40 TO STA 119+32.83

6

STA 119+32.83 TO STA 120+24.70

STA 219+48.13 TO STA 221+07.73

1.

12’

& VAR. & VAR.

& VAR.

27

6

2’ & VAR.

INSTALLATION OF THE PROPOSED UNDERDRAIN. 

UNDERDRAIN SYSTEM. COST OF CONNECTION SHALL BE INCIDENTAL TO 

CONTRACTOR SHALL CONNECT PROPOSED UNDERDRAIN SYSTEM TO EXISTING

THE BARRIER WALL AS TO NOT IMPACT THE EXISTING WALL.

CONTRACTOR SHALL EXCISE THE UTMOST CARE WHEN EXCAVATED NEAR

REVLAC GATE SYSTEM ARE EMBEDDED IN BARRIER WALL.  THE

CONTRACTOR SHALL BE ADVISED THAT CONDUITS CONTROLLING THE

2.

SEE NOTE 2 (TYP.)

SEE NOTE 2 (TYP.)

PROPOSED LEGEND:
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CONTINUOUSLY REINFORCED CONCRETE PAVEMENT, 12"

PROTECTIVE CONCRETE SLAB (SEE STRUCT. PLANS)

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

AGGREGATE SUBGRADE IMPROVEMENT, UNDERCUT

PORTLAND CEMENT CONCRETE SHOULDERS, 12"

CONCRETE BARRIER, SINGLE FACE, 42" (SPECIAL), TYPE 2

CONCRETE BARRIER BASE (SPECIAL)

CONCRETE BARRIER, SINGLE FACE, 42" (SPECIAL), TYPE 1

REINFORCED SOIL MASS (SEE STRUCT. PLANS)

ANCHORAGE SLAB (SEE STRUCT. PLANS)

BRIDGE APPROACH PAVEMENT CONNECTOR (PCC)

(INCLUDED IN THE COST OF PCC PAVEMENT)

DRILL AND GROUT IN PLACE

LONGITUDINAL CONSTRUCTION JOINT WITH NO. 6 TIE BARS

@ 24" CENTERS (INCLUDED IN THE COST OF PCC PAVEMENT)

LONGITUDINAL CONSTRUCTION JOINT WITH NO. 6 TIE BARS

STEEL PLATE BEAM GUARDRAIL

SEEDING, CLASS 2A

TOPSOIL FURNISH AND PLACE, 4"

EROSION CONTROL BLANKET

MECHANICALLY STABILIZED EARTH RETAINING WALL (PROPOSED)

CONCRETE RETAINING WALL (PROPOSED)

AGGREGATE SHOULDERS, TYPE B, 10"

PROPOSED PIPE UNDERDRAIN, 4"

 SUBBASE GRANULAR MATERIAL, TYPE C, 4 1/2"

AGGREGATE SUBGRADE IMPROVEMENT, 12"

STABILIZED SUBBASE, HOT-MIX ASPHALT, 4 1/2"

PORTLAND CEMENT CONCRETE SHOULDERS, 10-1/4"

PORTLAND CEMENT CONCRETE PAVEMENT, 10-1/4" (JOINTED)
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