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BARRIER
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EXISTING/PROPOSED

PARAPET

(SEE SECTION A-A)
PLACE SHIM AS REQUIRED 

LOOSENING. (TYPICAL EACH SIDE)
BOLT HEADS TO PREVENT THEM FROM
ANCHOR BOLTS FLUSH WITH NUTS, AND DAMAGE
STANDARD WASHERS. AFTER TIGHTENING, CUT
4 EPOXY GROUTED �" ANCHOR BOLTS WITH

WALL (SEE STANDARD 630001)
SEE STANDARD END SHOES EACH

APPLICABLE.
BARRIER OR RELOCATE TEMPORARY CONCRETE BARRIER AS 
IN THE CONTRACT UNIT PRICE FOR TEMPORARY CONCRETE 
SEPARATELY. THE COST OF THIS WORK SHALL BE INCLUDED
EXISTING/PROPOSED PARAPET WILL NOT BE PAID FOR 
CONNECTION OF TEMPORARY CONCRETE BARRIER WALL TO THE

TRAFFIC IS TO THE LEFT OF THE CONNECTION.
THE RIGHT OF THE CONNECTION. USE OPPOSITE HAND WHEN 
NOTE: DETAIL IS SHOWN FOR INSTANCE WHEN TRAFFIC IS TO 
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EX ABUTMENT WALL PARAPET

PR TEMP CONC BARRIER

PLACE SHIM AS REQUIRED

 

2" (VERIFY IN FIELD)

PR EMBANKMENT

EX PVMT

EX ABUTMENT WALL

EX PVMT

AND EXISTING ABUTMENT WALL PARAPET

CONNECTION BETWEEN TEMPORARY CONCRETE BARRIER

SECTION A-ACONNECTION DETAIL

STANDARD END SHOES

TEMPORARY CONCRETE BARRIER CONNECTION DETAILS
STAGING AND TRAFFIC CONTROL
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