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Exist. SW Wingwall removal & Prop. S. Abut. Extention
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PLAN

N

BILL OF MATERIAL

Unit QuantityItem

Retention System

Temporary Soil
Sq. Ft.

SYSTEM 1 ELEVATION

TEMPORARY SOIL RETENTION

SYSTEM 2 ELEVATION

TEMPORARY SOIL RETENTION

SYSTEM 3 ELEVATION

TEMPORARY SOIL RETENTION

17+00 18+00

System 2

Temp. Soil Retention

10
7+

00

106+
00

Line

Stage Construction

Base Slab

El. 593.00

El. 598.00

El. 568.90

El. 600.00

El. 591.40

El. 586.00

El. 573.00

El. 561.00

El. 568.50

El. 565.00

Retention System

Top of Soil

Ground Surface/

System 1

Temp. Soil Retention

System 3

Temp. Soil Retention

Line, typ.

Maxiumum Excavation

El. 570.00

Looking North

Looking South

Retention System

Top of Soil

Ground Surface/

Line, typ.

Maximum Excavation

Looking South

Line

Maximum Excavation

System 2

Retention

Temp. Soil

V:
H

1:2

Retaining Wall

Limits of Geotextile

1

2
area

surface

Exposed

System 3

Retention

Temp. Soil

Line

Maximum Excavation

V:H

1:2

System 1

Retention

Temp. Soil

Slab

Exist. Base

Strut, typ.

Exist. Concrete
Line El. 568.00

Maximum Excavation

Roadway

Exist. Top of

System El. 573.55

Top of Soil Retention

area

surface

Exposed

1

2

System 1

Retention

Temp. Soil

typ.

Surface,Ground 

System 3

Retention

Temp. Soil

R.O.W.

Chicago, Il.  60606

Tele. (312) 704-9300

Fax (312) 704-9320

www.collinsengr.com

123 N. Wacker Dr.

Suite 900

ILLINOIS PROFESSIONAL DESIGN FIRM LICENSE NO. 184-000993

STAGE IA STAGE IB

Looking East Looking East

information on Temporary Concrete Barrier placement.

3.   Refer to Sheet ST22 and Roadway Plans for

Retention System installation.

sewer pipe and protect it during the Temporary Soil

2.   The Contractor shall locate the existing storm

Stage IB Construction. See Sheet ST21 for details.

1.   Geotextile Retaining Wall shall be used for

Notes:

Base Slab

Top of Prop. 

1

2

1

2

47'-0"

 

6'-6"

 

prop. abutment

stability of the 

may be required for

*Partial excavation

determine the required depth

* The contractors Engineer shall 

2,410

See Note 2.

See Note 1

retaining wall

stability of the exist.

may be required for

*Partial excavation

for sewer pipe

Thickened slab

Structural Excavation, typ.

Retention System, typ.

included with Temporary Soil

Additional Excavation




