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EQUIPMENT LAYOUT DETAIL - ETP

LATITUDE

AZIMUTH

LONGITUDE

56.892°

 41° 49’ 49.31" N LATITUDE

AZIMUTH

LONGITUDE

236.892°

OFFICE ROOM 202

LOBBY ROOM 103 CORRIDOR ROOM 114 TELEPHONE ROOM 117

2ND LEVEL

1ST LEVEL

 
 

 87° 38’ 16.97" W

5.8 GHz FCC CLASS A 5.8 GHz FCC CLASS A

 41° 50’ 0.83" N

 87° 37’ 53.38" W

N.T.S. N.T.S.

N.T.S. N.T.S.

EXISTING ETP BUILDING ELEVATION LOOKING NORTH

C
L
O
S
E
T

RADIO & ANTENNA DETAIL - ETP RADIO & ANTENNA DETAIL - DAN RYAN

EQUIPMENT LAYOUT DETAIL - DAN RYAN

RADIO, ANTENNA, & EQUIPMENT DETAILS - IDOT ETP /  DAN RYAN

TO ANTENNA

USE PROPOSED 120V RECEPTACLE FOR POWER TO EQUIPMENT

TELEPHONE ROOM - SOUTH WALL ELEVATION PROPOSED COMMUNICATIONS CABINET ELEVATION

N.T.S.

9

THRU CLOSET

ROUTE CABLE

HARDWARE, ANDREW # LDF4.5-50 OR APPROVED EQUAL

INSTALL NEW 5.8 GHz COAXIAL CABLE AND REQUIRED

FASTEN AS REQUIRED

ROUTE CABLE THRU CEILING CAVITY,

APPROVED EQUAL, MOUNTED AT 34’

ANDREW # P2F-57W-NXA OR

BRACKETS/FASTENERS

DISH WITH RADOME AND REQUIRED

INSTALL NEW 2’} PARABOLIC

APPROVED EQUAL, MOUNTED AT 95’

ANDREW # P2F-57W-NXA OR

BRACKETS/FASTENERS

DISH WITH RADOME AND REQUIRED

INSTALL NEW 2’} PARABOLIC

HARDWARE, ANDREW # LDF4.5-50 OR APPROVED EQUAL

INSTALL NEW 5.8 GHz COAXIAL CABLE AND REQUIRED

CEILING, TYP.

EXISTING DROP

AS REQUIRED

PROPOSED RACK/SHELVING

5.8 GHz RADIO

PROPOSED

POWER SUPPLY

PROPOSED -48VDC

AS REQUIRED

PROPOSED RACK/SHELVING

5.8 GHz RADIO

PROPOSED

POWER SUPPLY

PROPOSED -48VDC

CIRCUIT BREAKERS

(2) 15A-1P

HEATER

FAN

OR APPROVED EQUAL

AVIAT # ECLIPSE IRU 600

INSTALL NEW 5.8 GHz RADIO,

OR APPROVED EQUAL

AVIAT # ECLIPSE IRU 600

INSTALL NEW 5.8 GHz RADIO,

PROPOSED PATCH PANEL

(SEE DETAIL ON SHEET 10)

TO SIDE OF ETP BUILDING

MOUNTED ANTENNA POLE

INSTALL NEW WALL

(SEE SHEET 5)

PROPOSED RECEPTACLE

VIDEO DECODER

PROPOSED

(SEE DETAIL ON SHEET 10)

MONOPOLE WITH 100 FOOT MOUNTING HEIGHT

INSTALL NEW DIRECT BURY 16 SIDED STEEL

(SEE DETAIL ON SHEET 12)

MOUNTED ON CONCRETE FOUNDATION

NEW COMMUNICATIONS CABINET


