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EXISTING TOPSOIL & SODDING

MIX "F", N90, 1 3/4"

PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

8

9

10

11

12

13

PROPOSED HOT-MIX ASPHALT BASE COURSE, 7"

PROPOSED AGGREGATE SUBGRADE IMPROVEMENT, 12"

PROPOSED HOT-MIX ASPHALT BASE COURSE WIDENING, 7"

PROPOSED CONCRETE MEDIAN SURFACE, 4"

IL-4.75, N50, 1"

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),

14

15

16 PROPOSED THERMOPLASTIC PAVEMENT MARKING - LINE 6"

LEGEND
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STA.  491+22.90  TO  STA. 499+81.67*

EXISTING TYPICAL SECTION U.S. ROUTE 12

U.S. ROUTE 12
100'100'

U.S. ROUTE 12
100'100'

STA.  491+22.90  TO  STA. 495+05.00

PROPOSED TYPICAL SECTION U.S. ROUTE 12

STA.  495+05.00  TO  STA. 499+68.00

PROPOSED TYPICAL SECTION U.S. ROUTE 12

4 EXISTING P.C. PAVEMENT, 9 1/2" (HINGE JOINTED)

2

*

4 4

**
****

2 3/4"
2 3/4"

1'
1'

1'
1'

17 PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

STA. 496+95.06 TO STA. 505+88.67 PCC PAVEMENT (SOUTHBOUND OUTER LANE)

STA. 496+88.25 TO STA. 505+88.67 PCC PAVEMENT (SOUTHBOUND INNER LANE)

STA. 496+94.47 TO STA. 505+70.56 PCC PAVEMENT (NORTHBOUND)

STA. 491+22.90 TO STA. 496+94.47 HMA PAVEMENT

STA. 496+95.06 TO STA. 505+88.67 PCC PAVEMENT (SOUTHBOUND OUTER LANE)

STA. 496+88.25 TO STA. 505+88.67 PCC PAVEMENT (SOUTHBOUND INNER LANE)

STA. 496+94.47 TO STA. 505+70.56 PCC PAVEMENT (NORTHBOUND)

7 8 78

87 8 7 8

EXISTING AND PROPOSED TYPICAL SECTIONS 11
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PROPOSED TOPSOIL EXCAVATION AND PLACE, 8"

18

- PAVED SHOULDER REMOVAL

- HOT-MIX ASPHALT SURFACE REMOVAL, 2 3/4"

TYPE M-4.24

PROPOSED COMBINATION CONCRETE CURB AND GUTTER,

18 18

18 18

PROPOSED GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

EXISTING HOT-MIX ASPHALT SURFACE COURSE, 1 1/2"

EXISTING HOT-MIX ASPHALT BINDER COURSE, 3"

EXISTING HOT-MIX ASPHALT BINDER COURSE, 9 1/4"

EXISTING HOT-MIX ASPHALT SHOULDER, 8"

SEE NOTE 1 SEE NOTE 1

NOTE 1:

" Z0037200 PAVEMENT GRINDING".

BETTER BONDING. THIS ITEM SHALL BE PAID FOR AS

1-INCH IN ORDER TO CREATE A ROUGH SURFACE FOR

OVERLAYED BY HMA PAVEMENT, SHALL BE GRINDED TO

THE SURFACE OF THE EXISTING PCC PAVEMENT BEING

4'

15' TO 15.5'

TYP

6"

TYP

6"
TYP

6"

TYP

6"

PROPOSED SEEDING, CLASS 2A

9.5' & VARIES

19 PROPOSED PIPE UNDERDRAINS 6"

19 19

19 19
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