
 

 

 

 

 

 

 

 

NO. OF LAMPS  x INCAND.   LED  x    % OPERATION

WATTAGE

TYPE ELECTRICAL SERVICE REQUIREMENTS
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SCHEDULE OF QUANTITIES

RESTORATION OF WORK AREA.

SPECIFICATIONS 252 AND 250 RESPECTIVELY.

FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD 

REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE TO UNMOWED 

BE REPLACED IN KIND.  ALL DAMAGE TO MOWED LAWNS SHALL BE 

SUCH AS SHOULDERS, MEDIANS, SIDEWALKS, PAVEMENT, ETC. SHALL 

NO EXTRA COMPENSATION SHALL BE ALLOWED.  ALL ROADWAY SURFACES 

FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC., AND 

WORK AREA SHALL BE INCIDENTAL TO THE RELATED PAY ITEM SUCH AS 

                          RESTORATION OF THE TRAFFIC SIGNAL 
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RIGHT TURN OVERLAP:
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TEMPORARY TRAFFIC SIGNAL TIMING

REMOVE EXISTING CONCRETE FOUNDATION

REMOVE EXISTING HANDHOLE

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT

RELOCATE EXISTING TRAFFIC SIGNAL POST

TEMPORARY TRAFFIC SIGNAL INSTALLATION

DETECTOR LOOP, TYPE I

INDUCTIVE LOOP DETECTOR

SIGNAL HEAD, LED, 2-FACE, 5-SECTION, BRACKET MOUNTED

SIGNAL HEAD, LED, 2-FACE, 3-SECTION, BRACKET MOUNTED

SIGNAL HEAD, LED, 1-FACE, 3-SECTION, BRACKET MOUNTED

DRILL EXISTING HEAVY DUTY HANDHOLE

DRILL EXISTING HANDHOLE

CONCRETE FOUNDATION, TYPE E 30-INCH DIAMETER

CONCRETE FOUNDATION, TYPE A

STEEL MAST ARM ASSEMBLY AND POLE, 24 FT.

TRAFFIC SIGNAL POST, 18 FT.

TRAFFIC SIGNAL POST, 14 FT.

ELECTRIC CABLE IN CONDUIT, LEAD-IN, NO. 14 1 PAIR

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 7C

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C

HEAVY-DUTY HANDHOLE

UNDERGROUND CONDUIT, GALVANIZED STEEL, 4" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 3" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 2 1/2" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 2" DIA.
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