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HARWOOD AVE (ELM ST - DIXIE HWY)

       TYPICAL SECTIONS       

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

STA 213+71 TO STA 216+22

HARWOOD AVENUE

EXISTING TYPICAL SECTION

STA 213+71 TO STA 216+22

HARWOOD AVENUE

PROPOSED TYPICAL SECTION

ROW

~

7’

REMOVAL ITEMS

LEGEND

1

2

3

4

5

6

7

8

9

10

11

HARWOOD AVE

~

HARWOOD AVE

~

89

12
10

67

14’ TO 18’ 10’

6"

11

18"

|6" HMA

5

PROPOSED TOPSOIL, 14"

PROPOSED TOPSOIL, 4"

 

PROPOSED P.C.C. SIDEWALK, 5"

PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE B, 4"

 

PROPOSED COMBINATION CONCRETE C&G, TYPE B-6.12 

 

PROPOSED POLYMERIZED LEVELING BINDER (MM), IL-4.75, N50 �" 

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N50, 1�"

 

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL 2�" 

EXISTING P.C.C. SIDEWALK, 5"

 

EXISTING COMBINATION CONCRETE C&G TYPE B-6.12

 

EXISTING STABILIZED AGGREGATE SUBBASE, 4"

 

EXISTING HMA BASE COURSE, | 8�"
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