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 PAVEMENT

 ROCK OUTLET AT ALL LOW POINTS TO

 DO NOT SEED THIS AREA

 FOR WIDTH OF DRAIN

Slope

Slope same as shoulderNOTE:

CA6 or CA10

NOTES:

A

A

SECTION A-A

(on all sides except the foreslope)

FILTER FABRIC

with 2% min.

 PROPOSED AGGREGATE OR EARTH SHOULDER

 PROPOSED HOT-MIX ASPHALT SHOULDER

DRAIN FOR AGGREGATE BASE COURSE

REVISED - 10-09-12

UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES

12

12 & Var.

 BE 36 WIDE AND EXTEND TO FORESLOPE

36

12 & VAR.

1:4 &
 Va

r.

fabric used for FRENCH DRAINS.

to be used shall conform to the filter

of the thickness specified. The filter fabric

for AGGREGATE SUBGRADE IMPROVEMENT

in the contract unit price per SQ. YD.

CA10 under the shoulder shall be included 

shown above. The cost of the CA6 or 

the width being 36 by the length 

The Rock outlets will be measured in CU YD , 

and shall include the cost of the filter fabric. 

sub-base material as noted on the plans 

thickness shall be the same as the adjacent 

FRENCH DRAINS.  The 

contract unit price per CUBIC YARD for

using CA7 and will be paid for at the

The rock outlets shall be constructed

PAY WIDTH

EXISTING PAVEMENT

NOTES:

PATCH

GEOTECHNICAL REINFORCEMENT

SUBGRADE REPLACEMENT

REVISED - 3-13-13

OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES UNLESS

GEOTECHNICAL REINFORCEMENT.

AT THE CONTRACT UNIT PRICE PER SQ YD FOR 

THE GEOTECHNICAL REINFORCEMENT WILL BE PAID FOR 

6" (CA 02)

CAN BE OBTAINED.

SHALL BE ADDED SO THAT SATISFACTORY COMPACTION 

TO THE ENGINEER CANNOT BE OBTAINED, SUFFICIENT WATER 

MATERIAL IS SUCH THAT COMPACTION SATISFACTORY 

BY THE ENGINEER.  IF THE MOISTURE CONTENT OF THE

THE CA 02 SHALL BE COMPACTED IN A MANNER APPROVED

SHALL ALSO INCLUDE ALL EARTH EXCAVATION.

PER CU YD FOR AGGREGATE SUBGRADE IMPROVEMENT WHICH

THE CA 02 SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE


