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DETAILS

* AS SHOWN IN PLANS
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SECTION COUNTY

ILLINOIS FED. AID PROJECT
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SCALE: 

F.A.I.

CONTRACT NO. 66942

146
I-57 OVER OLD ROUTE 45 AND ILLINOIS CENTRAL RAILROAD

EXIST. SURF.

�" LEVEL BIND.

1
�

"

90’

60’ 15’

1:480

HMA SURF. REM. - BUTT JOINT

1�" HMA SURF. CSE.

FLUSH

|1"SURF.

EXIST. PAV’T.

JOINT SEALANT

HOT ASPHALT

DEPTH CRACK

FULL

1
"
 
|
�

"

BUTT JOINT DETAIL

EXIST.

PAV’T.

METHOD APPROVED BY THE ENGINEER.

ATTACHED TO A GRADER OR SIMILAR

WITH AN ASPHALT CUTTING WHEEL

NEAT LINE REMOVAL TO BE CUT

EXISTING RESURFACING

AS PAVED SHOULDER REMOVAL.

SHOULDER TO BE PAID FOR

REMOVAL OF EXISTING HMA

HMA SHOULDER

REMOVAL OF EXISTING

~ RDWY.

     INCLUDED IN THE COST OF THE TEMPORARY CONCRETE BARRIER.

3.   THE COST OF THE REFLECTORS AND THE PAVEMENT/BARRIER MARKING LINE IS

 

     WITH STAGING AND SHALL MATCH THE EXISTING LINE IN THE WORK AREA.

2.   THE COLOR OF THE REFLECTORS AND PAVEMENT/BARRIER MARKING LINE WILL VARY

 

    CONCRETE BARRIER OR ON THE PAVEMENT.

1.   THE CONTRACTOR HAS THE OPTION OF USING EITHER THE LINE ON THE TEMPORARY

 

NOTES:

CONCRETE BARRIER

IF ALSO USING TEMPORARY

TO BE USED WITH STANDARD 701401.

 

DESIGNER NOTES:

LINE TO REMAIN

EXIST. YELLOW

@ 50’ CENTERS

PRISMATIC BARRIER REFLECTOR

WORK AREA

1
0
"

(SEE NOTE 1)

PAINT OR TAPE

6" REFLECTORIZED

(SEE NOTE 1)

MARKING TAPE

4" PAVEMENT

PAVEMENT MARKING

ZONE LINE

NO PASSING

E.O.P.

E.O.P.

6"

~

WHITE TYP.

EDGE LINE - 

4"

30’ 10’10’

4"

4"

4"

2"

ZONE LINES - YELLOW

CENTERLINE & NO PASSING

12"

2"
2"

PATCH BOUNDARIES

CENTERLINE & TRANSVERSE
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