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FRENCH DRAINS DETAILS
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30 FT RT
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4" TOPSOIL
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SANDSTONE

V
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PROPOSED SLOPE 

SOIL CAP

MINIMUM 2’ 

NOT TO SCALE

SANDSTONE

VARI
ES

EXISTING SLOPE

PROPOSED SLOPE/DITCH

EXISTING SLOPE/DITCH

CLAY L
OAM

CLAY

STONE DUMPED RIPRAP, CLASS B3, 12"

 UPPER FRENCH DRAIN - DETAIL B 

OUTCROP 

6" ABOVE SANDSTONE 
 LOWER FRENCH DRAIN - DETAIL A

JOB SPECIFIC NOTES:

STAGINGS:

   DRAIN FROM STA. 11+00 TO STA. 15+90   

3. REMOVE EXCESS EARTH AND RESUME CONSTRUCTING LOWER FRENCH 

2. REMOVE EXCESS EARTH AND COMPLETELY INSTALL UPPER FRENCH DRAIN. 

   FOR 20 FEET ONLY FROM STA. 15+90 TO STA. 16+10.

1. REMOVE EXCESS EARTH AND CONSTRUCT DETAIL A AT THE TOE 

 

4. EARTH MATERIAL PLACED ON THE PROPOSED SLOPE IS NOT TO BE COMPACTED

3. NO FILTER FABRIC SHALL BE USED TO LINE ANY TRENCH. 

2. NO TRENCH SHALL BE ALLOWED TO BE LEFT OPEN OVERNIGHT

  ACQUISITION PROCESS) 

  (CHOOSING THE TYPE OF SEED SHALL BE ADDRESSED DURING LAND 

  OF SEED TO BE USED FOR REESTABLISHING VEGETATION ON THE SLOPE.

1. RESEED DISTURBED AREA, PROPERTY OWNER TO PROVIDE THE TYPE 

TO REMAIN IN PLACE
EXISTING WATER MAIN.

WATER MAIN
ABANDONED 6" 

CRUSHED STONE ( B QUALITY ) 

           OR 

CA 1 , 5 OR 7 CRUSHED GRAVEL  

FA4 (SEE PROJECT SPECIAL NOTES)


