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SECTION COUNTY

ILLINOIS FED. AID PROJECT

    CHAMPAIGN 290 25

TOTAL

SHEETS

SHEET

NO.RTE.

10-4BR

CONTRACT NO. 70700

SHEET NO. 12 OF 12 SHEETS STA.  -  TO STA.  -  SCALE: N/A

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

c:\pw_work\pwidot\cearlockbm\d0208368\D570700-sht-typical.dgn

cearlockbmUSER NAME =

PLOT SCALE = 40.0000 ’ / in.

PLOT DATE = 11/9/2012

=

DATE
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DRAWN

BMC

BMC

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

F.A.  

CH 50 - LAKE OF THE WOODS RD.

TYPICAL CROSS SECTIONS
              

              

              

              

   

   

04-25-12

   

~

LANE

12’-0"

SHLD.

5’-0"

LANE

12’-0" 2’-0"

LIME MODIFIED SOIL, 12"

6.0%
1.5% 1.5%

4’-0"

PAVEMENT REMOVAL

2.0% max

MULTI-USE PATH

10’-0"

3
’-

6
"

4’-0"

1’-0"

1:2
 & 

VAR.

STA. 32+16.40 TO STA. 34+50.00

FOR DETAILS.NOTE:  SEE EXISTING ROADWAY CROSS SECTION 

8

II

9

(SEE HANDRAIL DETAILS)

HAND RAILING

TUBULAR STEEL**

**

*

SPBGR

1’-9"

*

LOCATIONS VARY, (SEE NOTE 1)

GUARDRAIL REMOVAL 

1:2 & VAR.

12" MIN.

PROPOSED ROADWAY CROSS SECTION (CH 50)

GUARDRAIL BEGINS @ RT. STA. 31+95.50 AND ENDS @ RT. STA. 35+00.00

BIKE RAIL BEGINS @ LT. STA. 32+75.00 AND ENDS @ LT. STA. 34+50.00

4.0%

2’-0" 2’-0"

RT. STA. 31+73.00 TO RT. STA. 34+95.34

2.  EXISTING GUARDRAIL LOCATIONS AS FOLLOWS:

LT. STA. 32+82.96 TO LT. STA. 34+50.68

1.  EXISTING GUARDRAIL LOCATIONS AS FOLLOWS:

NOTES:

AGGREGATE BASE COURSE, TYPE A, 4"
AGGREGATE BASE COURSE, TYPE A, 4"

PCC SHOULDER, 8"

PCC SHOULDER, 8"

PCC SIDEWALK, 5"

PCC PAVEMENT 8", (JOINTED)

STRIPE, 4" WHITE

STRIPE, 4" DBL YELLOW

STRIPE, 4" WHITE

(SEE NOTE 2)

LOCATIONS VARY, 

GUARDRAIL REMOVALEXISTING ROADWAY CROSS SECTION (CH 50)


