
CURB & GUTTER

COMB. CONCRETE

90° ELBOW

TEE FITTING

CROSS FITTINGS

SPLICE LOCK

FITTINGS

EXPANSION CROSS

EXPANSION JOINT SPLICE

90° ELBOW

1�" GROUT

2" DIA. HANDRAIL

DRILLED PIER

REINFORCED CONCRETE

#3 @ 12"

4-#5

PLATE �"x8"x8"

MAINTAIN CLEARANCE

WASHERS, TURN HOOKS TO

W/ NUTS, LEVELLING NUTS &

�" DIA. A307 ANCHOR BOLT

90° ELBOW
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NOT TO SCALE

NOT TO SCALE

TYPICAL HANDRAIL POST ELEVATIONS

PLAN

ELEVATION

HANDRAIL POST ANCHORAGE

NOT TO SCALE

MULTI-USE PATH RAILING DETAILS

BETWEEN POSTS

MAXIMUM SPACING
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COAT, AND A BLACK TOP COAT.

PHOSPHATE PRETREATMENT/WASH, A GRAY ZINC RICH PRIMER

THE POWDER COATING PROCESS SHALL CONSIST OF A ZINC

OF THESE ELEMENTS SHALL ALSO BE POWDER COATED. AT A MINIMUM,

TO ARTICLE 509.05 OF THE STANDARD SPECIFICATIONS. ALL

ALL STEEL RAIL ELEMENTS SHALL BE GALVANIZED ACCORDING

NOTE:


