
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

  
 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

522 Champaign 11 5

TOTAL

SHEETS

SHEET

NO.RTE.

(41-15D)RS

CONTRACT NO. 70A08

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

c:\pw_work\pwidot\dawsonkb\d0327346\D570A08-sht-typical.dgn

dawsonkbUSER NAME =

PLOT SCALE = 40.0000 ’ / in.

PLOT DATE = 1/31/2013
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DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.P.

EXISTING AND PROPOSED TYPICAL SECTION
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GRAVEL OR CRUSHED STONE SHOULDERS

P.C.C. BASE COURSE, 7"

�"/FT.

2" CIR. CROWN
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#5 SMOOTH BARS

9"-6"-9" P.C.C. PAVEMENT

12"

2’ 2’

3’

9’

VAR. SLOPE
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R
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3’

�"/FT.

HOT-MIX ASPHALT LEVELING BINDER, �" (MIN.)

HOT-MIX ASPHALT RESURFACING, 3�"

STRIPE

STA. 390+31.5     TO   STA. 425+66.3

STA. 372+12.5     TO   STA. 389+85.0

EXISTING TYPICAL SECTION

32’

20’

6’

3’

6’

3’

11’

~

12" 3’

9’

3’

AGGREGATE WEDGE SHOULDER, TYPE B

MATCH EXISTING

9% 
MAX. 9% MAX.

MATCH EXISTING

90 LBS. PER SQ. YD. PER INCH 

RATE OF APPLICATION FOR COLD MIX ASPHALT MIXTURE:

(202.5 LBS. PER SQ. YD)

COLD MIX ASPHALT MIXTURE

PROPOSED TYPICAL SECTION

BRIDGE  OMISSION: S.N. 010-0107

STA. 389+85.0 TO STA. 390+31.5

BRIDGE  OMISSION: S.N. 010-0107

STA. 389+85.0 TO STA. 390+31.5

STA. 390+31.5     TO   STA. 425+66.3

STA. 372+12.5     TO   STA. 389+85.0

A-1 SURFACE TREATMENT

A-2 SURFACE TREATMENT TO BE PLACED ON FUTURE CONTRACT

*STRIPING TO BE PLACED ON FUTURE CONTRACT

*CL SKIP DASH *STRIPE


