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EROSION AND SEDIMENT CONTROL PLAN
RELOCATED MISSOURI AVENUE

40
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ILLINOIS FED. AID PROJECT
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309/663-8435, 309/663-1571 fax

Bloomington, Illinois 61704

2709 McGraw Drive

GROUP, INC.

CONTRACT NO. 76850
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PERIMETER EROSION BARRIER

 

 

TEMPORARY DITCH CHECK

 

 

INLET & PIPE PROTECTION

T

RELOCATED MISSOURI AVENUE

CONSTRUCTION - SEEDING, CLASS 4 & MULCH, METHOD 2

SHALL BE PLACED, IN ADDITION, AT CONCLUSION OF THE

DURING CONSTRUCTION TEMPORARY EROSION CONTROL SEEDING

BE PAID FOR UNDER ARTICLE 109.04.

AND REMOVE THE EXISTING EROSION CONTROL ITEMS SHALL

THESE ITEMS SHALL BE REMOVED.  ALL WORK TO MAINTAIN

PROJECT IS COMPLETED.  ONCE THE PROJECT IS COMPLETE,

76F70 SHALL BE MAINTAINED IN THIS CONTRACT UNTIL THE

EXISTING EROSION CONTROL ITEMS INSTALLED IN CONTRACT

RIPRAP PER CONTRACT 76F70 (TYP)

RIPRAP PER CONTRACT 76F70 (TYP)

PER CONTRACT 76F70 (TYP)

TEMPORARY DITCH CHECK

PER CONTRACT 76F70 (TYP)

INLET AND PIPE PROTECTION

UNDER CONTRACT 76850)

(INSTALLED UNDER CONTRACT 76F70, TO BE MAINTAINED

STABILIZED CONSTRUCTION ENTRANCE (30’x75’ TYP)

 

 

BLANKET 

CONSTRUCTION - SEEDING, CLASS 3A & EROSION CONTROL

SHALL BE PLACED. IN ADDITION, AT CONCLUSION OF THE

DURING CONSTRUCTION TEMPORARY EROSION CONTROL SEEDING

 

 

CONSTRUCTION - SEEDING, CLASS 4A & MULCH, METHOD 2

SHALL BE PLACED. IN ADDITION, AT CONCLUSION OF THE

DURING CONSTRUCTION TEMPORARY EROSION CONTROL SEEDING

 

CONTROL BLANKET

CONSTRUCTION - SEEDING, CLASS 3A & HEAVY DUTY EROSION

SHALL BE PLACED, IN ADDITION, AT CONCLUSION OF THE

DURING CONSTRUCTION TEMPORARY EROSION CONTROL SEEDING

 

 

CONSTRUCTION - SEEDING, CLASS 2A & MULCH, METHOD 2

SHALL BE PLACED, IN ADDITION, AT CONCLUSION OF THE

DURING CONSTRUCTION TEMPORARY EROSION CONTROL SEEDING

 

 

SEEDING SHALL BE PLACED

DURING CONSTRUCTION TEMPORARY EROSION CONTROL
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