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2709 McGraw Drive

GROUP, INC.

CONTRACT NO. 76850

03/20/13

142520-1-2
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2.

1.

FOR ADDITIONAL INFORMATION.

SUBSURFACE UNDERGROUND ENGINEERING PLANS

LOCATIONS PRIOR TO CONSTRUCTION.  SEE

CONTRACTOR SHALL VERIFY THE UTILITY

WITHIN THE LIMITS OF CONSTRUCTION.  THE

LINES AND OTHER FACILITIES, ARE LOCATED

OPTIC, ELECTRICAL, TELEPHONE, WATER, AERIAL

CAUTION, EXISTING UTILITIES, INCLUDING FIBER

109.04.

THIS WORK SHALL BE PAID FOR UNDER ARTICLE

PROJECT PARTICULARLY ALONG MISSOURI AVE.

EXPOSE THESE PRIOR TO EXCAVATING FOR THE

AREA. THE CONTRACTOR SHALL HAND LOCATE AND

THERE ARE SEVERAL FIBER OPTICS LINES IN THE
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RIM = 413.00

F&G TY (SPECIAL)

ADJUSTED WITH NEW

MANHOLE TO BE

STA 636+49, 125.7’ LT

RIM = 424.38

F&G TY (SPECIAL)

ADJUSTED WITH NEW

MANHOLE TO BE

STA 638+15, 2.6’ LT

RIM = 413.43

F&G TY (SPECIAL)

ADJUSTED WITH NEW

MANHOLE TO BE

STA 630+53, 0.0’ LT

STD 610001

INLET, TYPE F

SHOULDER

STA 626+75.72 

PIPE UNDERDRAIN 4"

PIPE UNDERDRAIN 4"

PIPE UNDERDRAIN 4"

PIPE UNDERDRAIN 4"

4" (SPECIAL) TYP

PIPE UNDERDRAIN

TYP

PROPOSED HEADWALL

T
O

W
E
R

 630+00  635+00

 640+00

RIM = 413.00

F&G TY (SPECIAL)

ADJUSTED WITH NEW

MANHOLE TO BE

STA 636+49, 125.7’ LT

RIM = 424.38

F&G TY (SPECIAL)

ADJUSTED WITH NEW

MANHOLE TO BE

STA 638+15, 2.6’ LT

RIM = 413.43

F&G TY (SPECIAL)

ADJUSTED WITH NEW

MANHOLE TO BE

STA 630+53, 0.0’ LT

STD 610001

INLET, TYPE F

SHOULDER

STA 626+75.72 

PIPE UNDERDRAIN 4"

PIPE UNDERDRAIN 4"

PIPE UNDERDRAIN 4"

PIPE UNDERDRAIN 4"

4" (SPECIAL) TYP

PIPE UNDERDRAIN

TYP

PROPOSED HEADWALL


