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Farnsworth

309/663-8435, 309/663-1571 fax

Bloomington, Illinois 61704

2709 McGraw Drive

GROUP, INC.

CONTRACT NO. 76850

03/20/13

142520-1-2

8

SCALE IN FEET

50050

2.

1.

STA 7+41.77

CONNECTOR

RIVER PARK DRIVE

STA 10+01.21=

RIVER PARK DRIVE

CONNECTOR

RIVER PARK DRIVE

CONSTRUCTION

LIMITS OF

RIVER PARK DRIVE CONNECTOR STA 15+00.00

~ RELOCATED IL RTE 3 STA 621+48.21=

UNI
ON 

PACI
FI

C 
RAI

LROAD

BASIN D-2

RELOCATED IL RTE 3

FOR ADDITIONAL INFORMATION.

SUBSURFACE UNDERGROUND ENGINEERING PLANS

LOCATIONS PRIOR TO CONSTRUCTION.  SEE

CONTRACTOR SHALL VERIFY THE UTILITY

WITHIN THE LIMITS OF CONSTRUCTION.  THE

LINES AND OTHER FACILITIES, ARE LOCATED

OPTIC, ELECTRICAL, TELEPHONE, WATER, AERIAL

CAUTION, EXISTING UTILITIES, INCLUDING FIBER

109.04.

THIS WORK SHALL BE PAID FOR UNDER ARTICLE

PROJECT PARTICULARLY ALONG MISSOURI AVE.

EXPOSE THESE PRIOR TO EXCAVATING FOR THE

AREA. THE CONTRACTOR SHALL HAND LOCATE AND

THERE ARE SEVERAL FIBER OPTICS LINES IN THE

NOTES:

B

1
A

1

B

1

A

1

SECURE TO CLAMPS

GUYING CABLE 

5/8" MIN

RUBBER HOSE 

TOP 1/3 OF BALL

REMOVE BURLAP FROM 

EARTH RIM OR EDGING

EXISTING GRADE

NEVER CUT LEADER

TREE PLANTING DETAIL

TO FIRST BRANCH

RUBBER HOSE 1/3 UP TREE OR 

A

A

1

1

1

1

B

B

RIVER PARK DRIVE

TREE CARE MULCH (TYP.)

FORM, BALLED AND BURLAPPED WITH

CRABAPPLE), 2  1/2" CALIPER TREE

TREE, MALUS (ADIRONDACK

TREE BASE

3" - KEEP AWAY FROM 

SHREDDED BARK MULCH 

24" MIN.

GENTLY COMPACT

PLANTING SOIL AS SPEC 

PLANTING HOLE WIDTH

SEE ARTICLE 253.08A FOR 

ARTICLE 253.13

CONSTRUCTION BY IDOT, 

ROAD AND BRIDGE 

SPECIFICATIONS FOR 

REQUIRED BY STANDARD 

STEEL POSTS AS 

GROUND

UNDISTURBED

SUBSOIL TO PREVENT SETTLING

FORM PEDESTAL W/ PREPARED 

GROUND

IN UNDISTURBED

BELOW TREE PIT

STAKE TO BE 18"

  MINIMUM OF 14 DAYS PRIOR TO DELIVERY.

  SAMPLE FOR REVIEW AND WRITTEN APPROVAL BY THE RESIDENT ENGINEER A

  MECHANICALLY SCREENED AND/OR SHREDDED FOR UNIFORM SIZE.  SUBMIT A

  SIZES SHALL BE NO LONGER THAN 3" IN LENGTH.  THE MULCH SHALL BE

  FROM DECIDUOUS HARDWOOD TREES FREE OF DISEASE AND INSECTS.  PARTICLE

4. MULCH FOR ALL PLANTING BEDS SHALL BE HARDWARE BARK MULCH, DERIVED

  MANUFACTURER.

  WEIGTH OF COMMERCIAL FERTILIZER PER 1000 SQ. FT., AS RECOMMENDED BY

  FERTILIZERS IN A RATIO OF LOOSE COMPOST TO TOPSOIL BY VOLUME OF 1:4 AND

  HARMFUL TO PLANT GROWTH.  MIX THE TOPSOIL WITH AMENDMENTS AND

  (25 MM) OR LARGER IN ANY DIMENSION AND OTHER EXTRANEOUS MATERIALS

  A MINIMUM OF 4 PERCENT ORGANIC MATERIAL CONTENT; FREE OF STONES 1 INCH

3. PLANTING SOIL SHALL BE ASTM D 5268 TOPSOIL, WITH PH RANGE OF 5.5 TO 7,

  STANDARD SPECIFICATIONS, ARTICLE 253.14 AND 253.15.

2. ESTABLISHMENT AND PLANT MAINTENANCE SHALL BE PERFORMED PER THE

1. TREE SHALL BE PLANTED SO ROOT FLARE IS 2" ABOVE ADJACENT FINISH GRADE.

PLANTING NOTES:
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