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MISCELLANEOUS DETAILS

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

TOTAL

SHEETS

SHEET

NO.RTE.

F.A.P.

793 40BR-1 MADISON

CONTRACT NO. 76A36

9
"

3
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3
"

WIDTH, AS REQUIRED

6" DEEP SAND BACKFILL

IN PLASTIC TUBING

DETECTOR LOOP CONDUCTORS

AND SECTION 886 OF THE STANDARD SPECIFICATIONS WITH THE FOLLOWING EXCEPTIONS:

INSTALLATION IS TO BE DONE IN CONFORMANCE WITH THE REQUIREMENTS OF THE PLANS

2.

 

1.

OR EARTH SURFACE

EXISTING AGGREGATE

OF "TEMPORARY BRIDGE TRAFFIC SIGNALS (STATE FURNISHED CONTROLLER)" - 1 EACH.

THIS WORK SHALL NOT BE PAID FOR SEPERATELY BUT SHALL BE INCLUDED IN THE COST

 

SLOTS ARE TO BE TRENCHED INSTEAD OF SAWED.

EXISTING PAVEMENT
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HMA SURFACE REMOVAL - BUTT JOINT

PROPOSED SURFACE COURSE

PROPOSED BINDER COURSE
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65’ EAST END OF PROJECT

80’ WEST END OF PROJECT

DETECTOR LOOP INSTALLED IN TRENCH

BUTT JOINT DETAIL

AGGREGATE SURFACE COURSE, TYPE B

72 32


