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15" CMP

EL = 100.81

12’ LT

EL = 101.15

0.0

EL = 100.75

12’ RT

EL = 100.61

21.4’ RT

EL = 100.84

30.8’ RT

EL = 96.48

35’ RT

24" CMP

EL = 99.58EL = 94.5

EL = 88.13

39’ LT.

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

304 JERSEY 52 51

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

(6,4,2)RS-3

CONTRACT NO. 76F24

SHEET NO. 1 OF 2 SHEETS STA.            TO STA.            SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
MM 2.7
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24" CMP

METAL END SECTION, 15"
PIPE CULVERT, CLASS D, TYPE 1, 15", 98’

METAL END

SECTION, 24"

METAL END

SECTION, 24"

EXIST. HEADWALL

INCIDENTAL ASPHALT

SURFACING, 2"

TRENCH BACKFILL

22.2 CU YD

17’ RT

EL = 94.5

EL = 100.62

17’ RT

APPROXIMATE.

PERSONNEL.  THEY SHOULD BE CONSIDERED AS

ELEVATIONS AND DISTANCES WERE SUPPLIED BY FIELD

PIPE REMOVAL.

HEADWALL REMOVAL TO BE INCLUDED IN THE COST OF

IN THE CULVERT PAY ITEMS.

THE COST OF THE CONNECTING BANDS WILL BE INCLUDED

TY 1, CLOSED LID

TY A, 4’-DIA,

PROPOSED MANHOLE,

24" CMP

PIPE CULVERT REMOVAL = 76’

15" CMP

PIPE CULVERT REMOVAL = 98’

PIPE CULVERT, CLASS D,

TYPE 2, 24", 56’

PIPE CULVERT, CLASS D,

TYPE 2, 24", 17’

PAVEMENT PATCHING,

TYPE II, 13"

9.3 SQ YD

EXIST. ELEVATION)

(TO BE PLACED AT

EXIST. ELEVATION)

(TO BE PLACED AT

EXIST. ELEVATION)

(TO BE PLACED AT

EXIST. ELEVATION)

(TO BE PLACED AT

AGG BASE COURSE,

TYPE A, 6"

4 SQ YD


