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855TYPICAL SECTIONS
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  WHITE 21 10

CONTRACT NO. 78305

(11,12)RS-3

SHEET NO.   OF   SHEETS

TYPICAL SECTIONS

~

TO BE USED:

PROP. LEVELING BINDER (MACHINE METHOD), IL-9.5FG, N90 (3/4")

PROP. HOT-MIX ASPHALT SURFACE COURSE, MIX D, N90 (1 1/2")

EXISTING CONCRETE PAVEMENT 9"-6"-6"-9"

* *

EXIST. PCC BASE 

COURSE WIDENING

  9"

EXIST. PCC BASE 

COURSE WIDENING

  9"

PROP. HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4"

EXISTING BITUMINOUS LAYER (3")

US 45

STA 60+90 TO STA 61+90

VAR. STA 61+28 TO STA 61+90

26’ STA 60+90 TO STA 61+28

RADIUS SECTION

VAR. STA 61+28 TO STA 61+90

26’ STA 60+90 TO STA 61+28

RADIUS SECTION

~

TO BE USED:

PROP. LEVELING BINDER (MACHINE METHOD), IL-9.5FG, N90 (3/4")

PROP. HOT-MIX ASPHALT SURFACE COURSE, MIX D, N90 (1 1/2")

EXISTING CONCRETE PAVEMENT 9"-6"-6"-9"

* *

EXIST. PCC BASE 

COURSE WIDENING

  9"

EXIST. PCC BASE 

COURSE WIDENING

  9"

PROP. HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4"

EXISTING BITUMINOUS LAYER (3")

US 45

RADIUS SECTION

VAR. STA 0+12 TO STA 0+60

26’ STA 0+60 TO STA 1+12

RADIUS SECTION

VAR. STA 0+12 TO STA 0+60

26’ STA 0+60 TO STA 1+12

(NORTH LEG)

(SOUTH LEG)

STA 0+12 TO STA 1+12


