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EXISTING RUNWAY 9-27
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PROPOSED LOW VOLTAGE
ELECTRICAL HANDHOLE
(TYP. EACH SIDE)
(AR110610)

\ EXISTING RWY 27 PAPI

HOMERUN CABLES

EXPOSED SUFFICIENT
AMOUNT OF THE EXISTING
RWY 27 PAPI HOMERUN
CABLES TO PULL THEM
INTO THE PROPOSED
ELECTRICAL HANDHOLE
AND SPLICE THEM TO THE
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\ EXISTING WIND TEE

HOMERUN CABLES
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I

RELOCATED SPLICE CAN -
SPLICE EXISTING WIND TEE
HOMERUN CABLES TO
PROPOSED WIND TEE
HOMERUN CABLES

EXPOSED SUFFICIENT\\
RWY 9 PAPI HOMERUN
CABLES TO PULL THEM
INTO THE PROPOSED
ELECTRICAL HANDHOLE
AND SPLICE THEM TO THE
PROPOSED RWY 9 PAPI
HOMERUN CABLES.

CABLES THE CONTRACTOR SHALL BE AWARE THAT THE OTHER EXISTING AND PROPOSED
ELECTRICAL CABLES, EVEN THOUGH NOT SHOWN, ARE STILL PRESENT. WHEN IN DOUBT
THE CONTRACTOR SHOULD REFER TO THE OTHER PROPOSED CABLE LAYOUT SHEETS TO
DETERMINE LOCATION OF OTHER EXISTING AND PROPOSED CABLES.

THE CONTRACTOR WILL KEEP THE EXISTING WIND TEE LIGHTING CIRCUIT ACTIVE UNTIL
HE HAS REPLACED THE EXISTING WIND CONE LIGHTING CIRCUIT CABLES. THE
CONTRACTOR WILL THEN BE PERMITTED TO REPLACE THE EXISTING WIND TEE LIGHTING
CABLES.
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[ PROPOSED IMPROVEMENTS ss EXISTING STORM SEWER R XLPUSE, 600 V UG CABLE IN UNIT DUCT (AR108656)
[~ EXISTING ELECTRICAL DUCT ——S5—— PROPOSED STORM SEWER
M PROPOSED ELECTRICAL DUCT ® RELOCATED STAKE MOUNTED TAXIWAY LIGHT \
PROPOSED RWY 27 PAPI 240 VAC FEEDER CKT; 3-1/C #6
——f—— EXISTING ELECTRICAL CABLES O RELOCATED BASE MOUNTED TAXIWAY LIGHT \ XLP-USE, 600 V UG CABLE IN UNIT DUCT (AR108656)
——-—— PROPOSED 1/C #8 AWG, FAA L-824, 5000 V TYPE C 4 PROPOSED ELECTRICAL HANDHOLE, MANHOLE
UNDERGROUND CABLE IN UNIT DUCT \
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—— --—— PROPOSED 2-1/C #4 AWG, XLP-USE 600 V UNDERGROUND o
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NOTE TO CONTRACTOR: / HANGAR
g %
ONLY THE EXISTING AND PROPOSED ELECTRICAL CABLES (FOR RUNWAY 9-27 NAVAIDS) !
IDENTIFIED ON THIS SHEET HAVE BEEN SHOWN FOR CLARITY. ALL OTHER EXISTING AND
PROPOSED ELECTRICAL CABLES HAVE NOT BEEN SHOWN. WHILE INSTALLING THESE

PROPOSED WIND TEE 120 VAC FEEDER CKT, 3-1/C #6
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