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FROM AIRPORT ELECTRICAL VAULT

(AR108554)

PROPOSED 3-1/C #6

DUCT (240VAC CKT). CONDUCTOR INSULATION SHALL BE

L1034 )

- \ \3—1 /C #8 XLP-USE, 600V UG CABLE IN
PROPOSED 2-1/C #4 XLP-USE, 600V % 3-1/C #6 XLP-USE, 600V UG CABLE IN UNIT DUCT (48OVAC CKT). CONDUCTOR
UG CABLE IN UNIT DUCT (120VAC CKT). UNIT DUCT (120VAC CKT). CONDUCTOR INSULATION SHALL BE PHASE A-BROWN OR
CONDUCTOR INSULATION SHALL BE INSULATION SHALL BE PHASE A—BLACK, BLACK WITH BROWN TAPE, PHASE B—ORANGE
PHASE A-BLACK, NEUTRAL-WHITE NEUTRAL-WHITE, GROUND—GREEN. (AR108656) OR BLACK WITH ORANGE TAPE,
GROUND—-GREEN. (AR108658)
XLP-USE, 600V UG CABLE IN UNIT
PROPOSED 3-1/C #6 XLP-USE, 600V UG CABLE IN UNIT
PHASE A-BLACK, PHASE B-RED, GROUND-GREEN. (AR108656) DUCT (240VAC CKT). CONDUCTOR INSULATION SHALL BE
PHASE A-BLACK, PHASE B—RED, GROUND—GREEN. (AR108656)
[
[
PROPOSED 3-1/C #6 XLP-USE,——
800V UG CABLE/IN #UNIT DUCT \ PROPOSED LOW VOLTAGE HANDHOLE
(120/240VAC, 1PH, 3-WIRE CKT). (AR110610) SPLICE NEW CABLES TO
CONDUCTOR INSULATION SHALL BE \ g EXISTING CABLES IN HANDHOLE
PHASE A-BLACK, PHASE B-RED, [
NEUTRAL-WHITE (AR108656) /
PROPOSED LOW
VOLTAGE MANHOLE
(AR110710) SPLICE
NEW CABLES TO
8 8 8 8 #8 AWG EXISTING CABLES IN
PROPOSED LOW—— | MANHOLE EXISTING 3=1/C #6 XLP-USE ~~__
VOLTAGE MANHOLE = (BLACK, RED, & GREEN) 600 V
(AR110710) SPLICE RELOCATED — GND UG CABLE IN UNIT DUCT (240 VAC,
NEW CABLES TO SPLICE CAN = ROD 1 PH, 2-WIRE WITH GND CKT)
EXISTING CABLES IN (AR125966)
MANHOLE
#6 AWG
o cu
EXISTING 3-1/C #6 XLP-USE EXISTING 2 #8 USE, 1 #12 GND
(BLACK, RED, & GREEN) 600 V 7 /FROM AIRPORT VAULT TO NDB
UG CABLE IN UNIT DUCT (240 VAC, PROPOSED — GND SHELTER (480 VAC CKT)
1 PH, 2-WIRE WITH GND CKT) (SPLICE CAlil = ROD
AR125565 EXISTING J-BOX
LOCATED AT NDB ™ [GND
SHELTER
EXISTING 30 AMP, 3P 600 VAC, U.L.
304 = LISTED HEAVY DUTY FUSIBLE SAFETY
EXISTING 3 KVA 480 3p SWITCH IN A NEMA 1 ENCLOSURE
EXISTING 2-1/C #4 USE VAC TO 120/240 VAC, 2 LOCATED AT NDB SHELTER
(BLACK & WHITE) 600 V \ 1 PHASE STEP-DOWN & (2
UG CABLE IN UNIT DUCT TRANSFORMER, SQUARE 15A
(120V CKT) D CAT. NO. 351F
LOCATED AT NDB
SHELTER.
GND
EXISTING
. / FEEDER CKT
—
EXISTING 3-1/C #6 XLP—USE —————] %NBEE?EEO 20A 2P N
\
(BLACK, RED, & WHITE) 600 V — IO/ A S — b
UG CABLE IN UNIT DUCT — 15A 1P | j
(120/240VAC, 1 PH, 3-WIRE oN—2 > L
CKT) . = T
&
=
[0 S/N $
"W T8 R 38 EXISTING CONTROL
REIL REIL RWPYAP‘% RWPYAP‘WS WIND PANEL LOGATED AT N
MASTER MASTER TEE NDB SHELTER ) EXISTING GROUND
UNIT UNIT Peu PtV 5 I RoD Tl
EXISTING RWY EXISTING RWY EXISTING RWY EXISTING RWY EXISTING =
18 REIL. 36 REIL. 36 PAPI PCU. 18 PAPI PCU. WIND TEE EX"WS‘TR‘EG SgJSAQEMPd g}ég/a‘gfm%sgggg
BOND BOND BOND BOND , -
NEUTRAL TO NEUTRAL TO NEUTRAL TO NEUTRAL TO L-807 G3 LOAD CENTER LOCATED AT NDB SHELTER
GROUND IN GROUND IN GROUND IN GROUND IN WND ™ ExiSTING PRIVARY
REIL MASTER REIL MASTER PCU. PCU.
UNTT. UNTT. CONE LIGHTED WIND CONE

o
PROPOSED LOW—— |
VOLTAGE HANDHOLE
(AR110610). SPLICE
NEW CABLES TO
EXISTING CABLES IN
HANDHOLE
REIL #6 AWG CU
MASTER
UNIT
—— GND
CONTROL = ROD
WRNG IN \
SEPARATE POWER WIRING
2" GRSC PER REIL MFR.
REIL #6 AWG CU RWY 9
SLAVE PAPI
UNIT PCU
RWy 27 —= GOND EXISTING
REL PAR = ROD RWY 9
(AR125610) PAPI PCU
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