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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
SN 001-0008

GENERAL PLAN & ELEVATION

TOTAL BILL OF MATERIAL (001-0008)

E

EF

W36 BEAM

SLOPE WALL

VOIDS UNDER EXISTING

EXISTING RIPRAP TO REMAIN

REPLACE WITH RIPRAP

EXISTING SLOPE WALL TBR,

SCOPE OF WORK

PLAN

ELEVATION

~ IL 96

N

Slope Wall Removal

Filter Fabric

Stone Riprap, Class A4

Stone Riprap, Class A3

                               ITEM

Sq. Yd.

Sq. Yd.

Ton

Ton

UNIT

525

525

400

45

QUANTITY

WALL TO REMAIN

EXISTING SLOPE

TO FILL ANY EXISTING DEPRESSIONS.

ADD RIPRAP TO EXISTING RIPRAP AREA3.

MATCH EXISTING SLOPEWALL GRADES.

INSTALL RIPRAP TO APPROXIMATELY2.

REMOVE EXISTING SLOPE WALL AS DETAILED.1.

TO THE RIPRAP PLACEMENT AND SHALL NOT BE MEASURED FOR PAYMENT SEPARATELY.

OF THE STANDARD SPECIFICATIONS.  ALL COSTS ASSOCIATED WITH THIS SHALL BE CONSIIDERED INCIDENTAL

ANY DISTURBANCES TO THE EXISTING RIGHT OF WAY SHALL BE RE-GRADED AND RE-SEEDED PER SECTION 250

CONTRACTOR WILL BE PAID FOR THE QUANTITY ACTUALLY FURNISHED AT THE UNIT PRICE BID FOR THE WORK.

SHALL NOT BE CAUSE FOR ADDITIONAL COMPENSATION FOR A CHANGE IN THE SCOPE OF WORK, HOWEVER, THE

NECESSARY APPROVED ADJUSTMENTS PRIOR TO CONSTRUCTION OR ORDERING OF MATERIALS.  SUCH VARIATIONS

THE CONTRACTOR SHALL FIELD VERIFY EXISTING DIMENSIONS AND DETAILS AFFECTING NEW CONSTRUCTION AND MAKE

PLAN DIMENSIONS AND DETAILS RELATIVE TO EXISTING PLANS ARE SUBJECT TO NOMINAL CONSTRUCTION VARIATIONS.

STRUCTURE GENERAL NOTES:
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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
SN 001-0008

RIPRAP DETAIL

PLAN

~ IL 96

N

A A

B

B
C

C

D

D

6" SLOPE WALL TBR

FILL EXISTING VOIDS
THICKNESS OF RR4 TO
PLACE EXTRA

SECTION A-A
S. ABUT.

SLOPE WALL REM.

PIER FOOTING

P
I
E

R
 
S

T
E

M

SLOPE WALL REM.

COLD JT.
EXISTING

(DIMENSIONS UNKNOWN)
EXISTING TOE WALL

SECTION B-B

SECTION C-C

SECTION D-D

WALL TO REMAIN

EXISTING SLOPE

EXISTING RIPRAP TO REMAIN

TO REMAIN

SLOPE WALL

REMOVAL

SLOPE WALL

SAW CUT

FULL DEPTH

PAYMENT SEPARATELY.

SHALL BE INCLUDED IN THE BID PRICE FOR RIPRAP PAY ITEMS AND SHALL NOT BE MEASURED FOR

SECTION 250 OF THE STANDARD SPECIFICATIONS.  ALL COSTS ASSOCIATED WITH RESTORING R.O.W.

ANY DISTURBED AREAS WITHIN THE R.O.W. SHALL BE REGRADED, FERTILIZED, AND SEEDED PER5.

DECIDE WHICH AREAS SHALL HAVE BEDDING STONE OMITTED.

WHEN THE EXISTING SLOPE IS TOO STEEP TO HOLD THE BEDDING MATERIAL.  THE ENGINEER SHALL

RIPRAP PLACED WITH EXTRA THICKNESS.  BEDDING MATERIAL IN THESE AREAS MAY BE OMITTED

EXISTING VOIDS DEEPER THAN THE PROPOSED RIPRAP EXCAVATION DEPTH SHALL BE FILLED WITH4.

WALL GRADE.

THE PROPOSED TOP OF RIPRAP GRADE SHALL APPROXIMATELY MATCH THE EXISTING TOP OF SLOPE3.

FILTER FABRIC SHALL BE PLACED UNDER THE ENTIRE AREA TO RECEIVE RIPRAP.2.

FOR PAYMENT SEPARATELY.

INCIDENTAL TO THE SLOPE WALL BEING REMOVED IN THOSE AREAS AND SHALL NOT BE MEASURED

REMOVAL OF VERTICAL TOE WALLS IN THE SLOPE WALL REMOVAL AREA SHALL BE CONSIDERED1.

NOTES:
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