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CONTRACT NO. 64560

TOPSOIL EXCAVATION & PLACEMENT, 4"

TYPICAL SECTIONS

STA 195+60.80 TO STA 205+76.75
STA 217+06.22 TO STA 220+45.96
STA 230+43.14 TO STA 233+52.60
STA 240+72.97 TO STA 248+40.65
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XISTING PAVEMENT TO BE RUBBLIZED
L4 HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
L 4" PIPE UNDERDRAIN ’11“3/4" LEVELING BINDER (MACHINE METHQOD), N70
GUTTER REMOVAL 1-1/2" HOT-MIX ASPHALT SURFACE CSE. MIX C, NT0

1-1/2" HOT-MIX ASPHALT SURFACE CSE. MIX C, N50
HOT-MIX ASPHALT SHOULDERS 5-3/4" & VAR, (2 LIFTS) k%%

6’ AGGREGATE SHOULDERS, TYPE A
6'" AGGREGATE SHOULDERS, TYPE A

STA 396+51.68 TO STA 402+29.45
STA 412+18.68 TO STA 417+40.21
STA 428+81.45 TO STA 4339+97.80
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GUTTER REMOVAL (SEE SCHEDULE FOR LOCATIONS)
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TOPSOIL EXCAVATION & PLACEMENT, 4"
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EXISTING PAVEMENT TO BE RUBBLIZED

4" HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
~1-3/4" LEVELING BINDER (MACHINE METHOD), N70
1-1/2'" HOT-MIX ASPHALT SURFACE CSE. MIX C, NTO

~ 4" PIPE UNDERDRAIN (TYP)
GUTTER REMOVAL

1-1/2" HOT-MIX ASPHALT SURFACE CSE. MIX C, N50
HOT-MIX ASPHALT SHOULDERS 5-3/4" & VAR. (2 LIFTS) %%
6’ AGGREGATE SHOULDERS, TYPE A

6’ AGGREGATE SHOULDERS, TYPE A

TOPSOIL EXCAVATION & PLACEMENT, 4"
-GUTTER REMOVAL (SEE SCHEDULE FOR LOCATIONS)
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TYPICAL SECTIONS




