CONTRACT NO. 64560

TYPICAL SECTIONS
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SECTION
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TOTAL
SHEETS

SHEET
NO.

*

* ¥

CARROLL

548

20

STA.

TO STA.

FED. ROAD DIST. M0, [ILLINOIS| FED. AID PROJECT

* ROUTE 17 (US 52 / 1L 64)
* % (1,L2RS & (3,1) RS-1

QUARRY RD.
STA. 1001+05.02 TO STA. 1004+31.52

¢ QUARRY RD. T — ———

= Fe1 Mor 23 10:33:49 2007
= ci\projects\p287488\d07408typ.dgn
PLOT SCALE = 50.0960 7 IN.
= hensonke

FILE NAME
USER NAME

PLOT DATE

11" PROPOSED LANE

11’ PROPOSED LANE

L5

~- 2" HOT-MIX ASPHALT SURFACE CSE. MIX C, N70
2'° HOT-MIX ASPHALT SURFACE CSE. MIX C, N50
HOT-MIX ASPHALT SHOULDERS 5-1/4" %%% 10-1/4" HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70

SUB-BASE GRANULAR MATERIAL TYPE A (SEE SUB-BASE SCHEDULE)

SUB-BASE GRANULAR MATERIAL TYPE A * % ~ GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

QUARRY ENTRANCE
STA. 36+00 TO STA. 38+57.16

\\\\\ ~._QUARRY ENTRANCE

4 11* PROPOSED LANE \\\ 11’ PROPOSED LANE 4

I
1 ~
|

TOPSOIL EXCAVATION & PLACEMENT, 4”

IEVAR. D P

2" HOT-MIX ASPHALT SURFACE CSE. MIX C, N70

TOPSOIL EXCAVATION TO 5’ DEPTH

QUARRY RD. STA., 1002+50 - 1015+00
QUARRY ENTRANCE STA. 37425 - 40+00

QUARRY RD.

STA. 1004+31.52 TO STA. 1015+25.00
~10-1/4" HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
- - - N
SUB-BASE GRANULAR MATERIAL TYPE A (SEE SUB-BASE SCHEDULE) PAVEMENT REMOVAL N
GEOTECHNICAL FABRIC FOR GROUND STABILIZATION
6" AGGREGATE SHOULDERS. TYPE A | 4 11’ PROPOSED LANE 11’ PROPOSED LANE | 4 |

TOPSOIL EXCAVATION & PLACEMENT, 4"

¢ QUARRY RO.
]
|

% % COST INCLUDED IN HOT MIX ASPHALT SHOULDER

¥%% FOR VARIABLE DEPTH HOT-MIX ASPHALT
SHOULDERS SEE LOCATIONS IN BITUMINOUS
SCHEDULE UNDER HOT-MIX ASPHALT SHOULDERS (TON)

3" HOT MIX ASPHALT SURFACE CSE. MIX C, NSO (2 LIFTS)
12’ AGGREGATE BASE COURSE TYPE 8

6" AGGREGATE SHOULDERS, TYPE A

TOPSOIL EXCAVATION & PLACEMENT, 4'

TYPICAL SECTIONS




