
 
June 5, 2007 
 
SUBJECT:  FAP Route 316 (IL 26 / US 52) 
  Section (30-1 & 75Y) TS-3 
  Lee County 
  Contract No. 64D21 
  Item No. 203, June 15, 2007 Letting 
  Addendum A 
 

 
NOTICE TO PROSPECTIVE BIDDERS: 

 
Attached is an addendum to the plans or proposal.  This addendum involves 
revised and/or added material. 
 

1. Revised page 23 of the Special Provisions. 
 
Prime contractors must utilize the enclosed material when preparing their bid 
and must include any Schedule of Prices changes in their bidding proposal. 
 
Bidders using computer-generated bids are cautioned to reflect any and all 
Schedule of Prices changes, if involved, into their computer programs. 
 
Very truly yours, 
 
Eric E. Harm 
Interim Bureau Chief 
Bureau of Design and Environment 
 

 
By: Ted B. Walschleger, P. E. 
       Engineer of Project Management 

 
 
cc: George F. Ryan, Region 2, District 2; Roger Driskell; Estimates; Design & 
Environment File 
 
 
TBW:RS:jc 
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Add the following Article to Section 873 of the Standard Specifications: 
 

“ 873.06 Basis of Payment.  This work will be paid for at the contract unit price per foot 
(meter) for ELECTRIC CABLE, of the method of installation (IN TRENCH, IN CONDUIT, or 
AERIAL SUSPENDED), of the type, size, and number of conductors specified. 

 
The type specified will indicate the method of installation and whether the electric cable is 

Service, Signal, Lead-in, Communication, or Equipment Grounding Conductor.” 
 
Revise the heading of Article 1076.04 of the Standard Specifications to read: 
 

“ 1076.04 Electric Cable – Signal, Lead-in, Communication, Service, and Equipment 
Grounding Conductor.” 
 
Add the following paragraph to the end of Article 1076.04 of the Standard Specifications: 
 

“ (e) Equipment Grounding Conductor.  The cross linked polyethylene (XLP) insulated 
conductor shall be according to Articles 1066.02 and 1066.03.  The stranded copper 
conductor shall be No. 6 AWG and the insulation color shall be green.” 

 
 
WORKING DAYS (BDE) 
Effective: January 1, 2002 
 
The Contractor shall complete the work within 30 working days. 
 

Revised 06/05/2007 


