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SCENIC 
DRIVE

48"x48"

W6-3 (O)

30"x8"

W16-8P (O)

30"x21"

M6-1L (O)

    La Fox River Dr    

30"x8"

W16-8P (O)

30"x21"

M6-1L (O)

    Jayne St   

18
0’
 T

APER

DIRECTION OF TRAFFIC FLOW

CONSTRUCTION WORK ZONE

TEMPORARY PAVEMENT

ARROW BOARD

VERTICAL PANEL

WITH FLASHING LIGHTS

TYPE III BARRICADE

MONO-DIRECTIONAL LIGHT

STEADY BURN

CONE, DRUM, OR TYPE I OR II BARRICADE

WITH FLASHING LIGHTS

TYPE I OR II BARRICADE

ROAD

AHEAD

CONSTRUCTION

48"x48"

W20-1 (O)
LANE

CLOSED

RIGHT

AHEAD

48"x48"

W20-5 (O)

CONSTRUCTION

END

36"x18"

G20-2(O)

200’
200’

48"x48"

W1-4 (O)

30"x8"

W16-8P (O)

30"x21"

M6-1L (O)

    Jayne St   

30"x8"

W16-8P (O)

30"x21"

M6-1L (O)

    La Fox River Dr    

30"x8"

W16-8P (O)

30"x21"

M6-1L (O)

Division St

LEGEND

36"x24"

R2-I110 

CELL PHONE

USE

PROHIBITED

*

*

PATTERN" AND PHASE 2 "STARTS XX/XX/XXXX", OR AS DIRECTED BY ENGINEER.

INSTALLATION OF TEMPORARY TRAFFIC CONTROL. PHASE I MESSAGE "NEW TRAFFIC 

PORTABLE CHANGEABLE MESSAGE SIGN SHALL BE PLACED ONE WEEK PRIOR TO 

30"x30"

STD. TC-26 DRIVEWAY

ENTRANCE

30"x30"

STD. TC-26 DRIVEWAY

ENTRANCE

30"x30"

STD. TC-26

DRIVEWAY

ENTRANCE

30"x30"

STD. TC-26

DRIVEWAY

ENTRANCE

125

TO EXISTING DRIVEWAY

MATCH TEMP. PAVEMENT

TEMP. PAVEMENT (344 SQ YD)

490 FT COMB CURB & GUTTER REM

TEMP. PAVEMENT

INLETS ADJUST TO

PLUG EXISTING STORM SEWERS

TYPE III, 4", YELLOW LINE, 2 @ 11" C-C

PAVEMENT MARKING TAPE,

TYPE III, 4", WHITE LINE

PAVEMENT MARKING TAPE,

TEMP. PAVEMENT (118 SQ YD)

176 FT COMB CURB & GUTTER REM

TEMP. PAVEMENT (10 SQ YD)

15 FT COMB CURB & GUTTER REM
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EDGEWOOD DRIVE

TEMPORARY DRAINAGE NOTES

T4
T4

PLUG WATER MAIN 6"

CLASS D PATCHES, TYPE IV (58 SQ YD)

CLASS D PATCHES, TYPE IV (436 SQ YD)

CLASS D PATCHES, TYPE III (24 SQ YD)

CLASS D PATCHES, TYPE III (24 SQ YD)

CLASS D PATCHES, TYPE IV (41 SQ YD)

CLASS D PATCHES, TYPE III (24 SQ YD)

CLASS D PATCHES, TYPE IV (39 SQ YD)

CLASS D PATCHES, TYPE IV (34 SQ YD)

CLASS D PATCHES, TYPE III (19 SQ YD)

CLASS D PATCHES, TYPE III (18 SQ YD)

30"x30"

STD. TC-26DRIVEWAY

ENTRANCE

30"x30"

STD. TC-26DRIVEWAY

ENTRANCE

200’
200’

CROSSINGS.

701501 AND 701502 FOR INSTALLATION OF UNDERGROUND UTILITY 

USE DAILY LANE CLOSURES IN ACCORDANCE WITH IDOT STANDARD 1.

NOTES
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SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO. 1

0003   MCHENRY          

TOTAL

SHEETS

SHEET

NO.
O.R.

RTE.

18A-2

CONTRACT NO. 60F72

SHEET NO. 23 OF 47  SHEETS STA. 91+00      TO STA. 105+50     SCALE: 1" = 50’ 
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