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SECTION A-A

RISERS SHALL BE CONSTRUCTED WHERE
MAIN LINE SEWER INVERT IS 10'=0"

MORE BELOW THE GROUND SURFACE OR THE
RESIDENCE HAS OVERHEAD SEWER.

IF MAIN IS 15' OR DEEPER THE RISER

SHALL BE CONSTRUCTED OF SEWER SAFE
DUCTILE IRON TO BEYOND THE 45 BEND A
NON SHEAR COUPLING THEN CAN BE USED TO

JOIN THE DUCTILE IRON RISER & PVC SERVICE

9°'—0" MAXIMUM TO GROUND SURFACE OR

45" BEND

MAXIMUM SLOPE 1:1

MINIMUM 4" APPROVED COMPACTED
RANULAR BEDDING TO EXTEND TO
SPRING LINE OF PIPE.

OR LOCATION SHOWN ON PLANS

TERMINATE AT PROPERTY LINE

STANDARD TEE — BRANCH SIZE AS INDICATED
ON THE PLANS OR AS SPECIFIED.

END OF PIPE SERVICE LINE TO HAVE WATERTIGHT PLUG OR CAP
SECURED IN PLACE AND LOCATION MARKED WITH 4X4 POST
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NOTE:

SERVICE PIPE SHALL BE OF THE TYPE SPECIFIED AND/OR ALLOWED BY THE MUNICIPALITY.

IF DISSIMILAR FROM MAIN LINE SEWER, A NON-SHEAR COUPLING ADAPTER FITTING BY FERNCO INC.
IF MANUFACTURED ADAPTER IS NOT AVAILABLE, METHOD AND MANNER OF

CONNECTION OR JOINTING SHALL BE APPROVED BY THE ENGINEER IN WRITING PRIOR TO

CONSTRUCTION.

STANDARD WYE BRANCH AND 45 BEND OR
STANDARD TEE WITH 45 BEND, IF APPROVED.
BRANCH SIZE AS INDICATED ON PLAN OR AS
SPECIFIED.

TERMINATE SERVICE PIPE AT PROPERTY
LINE OR LOCATION INDICATED ON PLANS

END PIPE OF SERVICE LINE SHALL HAVE A WATERTIGHT
STOPPER SECURED IN PLACE AND BLOCKED

MINIMUM SLOPE 1.00%

PLAN

SECTION A-A

MINIMUM 4" APPROVED, COMPACTED GRANULAR BEDDING
AND BACKFILL 12" ABOVE SERVICE LINE

SANITARY SERVICE

Spec_Book Date 02—13-2006
SANITARY SERVICE
Village of Algonquin Specifications & Details Guide
Drawn By: Shawn M. Hurtlg Revlslon Date 02/13/2005

VILLAGE OF ALGONQUIN
110 MEYER DI

PH: 847-658-2754
FX: 847-658-2759

WWW.ALGONQUIN.ORG

PUBLIC WORKS DEPARTMENT
ALGONQUIN IL 60|02 2442

MATERIALS:
FRAME AND LID
EQUAL TO EAST JORDAN IRON WORKS CATALOG NO. 1050-Z1
WITH 1" CONCEALED PICK HOLE AND THE WORD "SANITARY”
AND VILLAGE OF ALGONQUIN LOGO CAST IN LID.

2'—6" MIN.

/ALLS
PRECAST REINFORCED CONRETE RISER UNITS.
MINIMUM THICK NESSES
5" FOR INSIDE DIAMETER
6" FOR 5" 0 INSIDE DIAMETER
BOTTOM
PRECAST REINFORCED AND CAST INTEGRAL WITH FIRST
VERTICAL SECTION.
RISER JOINTS AND FRAME AND COVER
ALL JOINTS BETWEEN PRE—CAST ELEMENTS, ADJUSTING RINGS
AND MANHOLE FRAMES ON ALL UNDERGROUND STRUCTURES,
SHALL BE SET IN PLACE WITH ONE OF THE FOLLOWING
0 ICRETE PRODUCTS SUPPLY

KENT GAS| S
EQUAI APPROVED EY DISTRICT ENGINEER AND ALL
JOlNTS TO BE TUCKPOINTED WITH HYDRAULIC C

BARREL SECTIONS SHALL BE SEALED USING A EUTYL UEEE
MATERIAL STRIP AND /OR RUBBER GASKET AND A NINE INCH (9")
"MACWRAP" EXTERNAL SEAL BAND OR APPROVED EQUAL.

SLOPE
VARIABLE DIMENSION

ADJUSTING RINGS
A MAXIMUM OF 8" OF ADJUSTING MAY BE USED.

PIPE CONNECTION

00| ALL SANITARY SEWER MANHOLES SHALL BE CONSTRUCTED WITH

6" SAND CUSHION

PROFILE VIEW

FLEXIBLE MANHOLE COUPLING AS MANUFACTURED BY INTERPACE
CORPORATION (LOCKJOINT FLEXIBLE MANHOLE SLEEVE,
PRESS—SEAL GASKET CORPORATION (PRESS WEDGE Il), OR
EQUAL AS APPROVED BY UTILITIES SUPERINTENDENT. = ALL
MATERIALS AND INSTALLATION PROCEDURES SHALL COMPLY WITH
THOSE SPECIFIED BY THE MANUFACTURER OR ENGINEER.

STEPS
STEPS SHALL BE MADE OF STEEL REINFORCED PLASTIC USING
AN APPROVED PLASTICE M| 4101, TYPE Il, GRADE
49108, OVER #3 GRADE 60 ASTM AC15 REINFORCING' BAR. STEPS
SHALL BE AT 16" CENTERS.

CHIMNEY SEALS
SHALL BE CANUSA WRAPID SEAL MANHOLE ENCAPSULATION SYSTEM.
OR ADAPTOR INC. SYSTEM AF‘PROVED BY UTILITY SUPERINTENDENT
WHICH WILL CAPTU AME, ALL ADJUSTING RINGS

CAST IN LID.
P LAN \/l EW ALL EXTERIOR SURFACES SHALL HAVE A BITUMINOUS COATING

RE Al OF FRi
D 4" OF THE F'RECAST ECCENTRIC CONE SECTION
INSIDE DIAMETERS:
a —0" FOR 18" MAIN SEWER AND UNDER
FOR MANHOLES 20 FOOT DEEP OR LESS
5'—-0" FOR 21" TO 42" MAIN SEWER

FOR MANHOLES 20 FOOT DEEP OR MORE
BOTH INCLUSIVE

NOTES:
SLOPE TO FOR STRUCTURES IN FLOODPLAIN MUST HAVE RIM 24" ABOVE BASE
DRAIN FLOOD ELEVATION AND WATER TIGHT LOCK TYPE FRAME AND COVER,

NEENAH R-1916C OR APPROVED EQUAL WITH THE WORD "SANITARY"

FACTORY APPLIED.
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