
QUANT. UNIT
1.00 CAL MO ENGINEER'S FIELD OFFICE, TYPE A
0.20 L SUM MOBILIZATION
0.20 L SUM TRAFFIC CONTROL AND PROTECTION, STANDARD 701501
0.20 L SUM TRAFFIC CONTROL AND PROTECTION, STANDARD 701606
0.20 L SUM TRAFFIC CONTROL AND PROTECTION, STANDARD 701701
0.20 L SUM TRAFFIC CONTROL AND PROTECTION, STANDARD 701801

3 EACH MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION
5,903 FOOT FIBER OPTIC CABLE IN CONDUIT, NO. 62.5/125, MM12F SM12F
5,903 FOOT ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C
9,920 FOOT REMOVE ELECTRIC CABLE FROM CONDUIT
4,960 FOOT ROD AND CLEAN EXISTING CONDUIT

2 EACH RE OPTIMIZE TRAFFIC SIGNAL SYSTEM LEVEL 1

SCHEDULE OF QUANTITIES
INTERCONNECT - ILL ROUTE 58 (GOLF ROAD) FROM POTTER ROAD TO GREENWOOD AVENUE


